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FOREWORD

NASA experience has indicated a need for uniform criteria for the design of space vehicles.

Accordingly, criteria are being developed in the following areas of technology:

Environment

Structures

Guidance and Control

Chemical Propulsion

Individual components of this work will be issued as separate monographs as soon as they

are completed. This document, part of the series on Chemical Propulsion, is one such

monograph. A list of all monographs issued prior to this one can be found in the final pages
of this document.

These monographs are to be regarded as guides to design and not as NASA requirements,

except as may be specified in formal project specifications. It is expected, however, that

these documents, revised as experience may indicate to be desirable, eventually will provide

uniform design practices for NASA space vehicles.

This monograph, "Liquid Rocket Engine Turbopump Rotating-Shaft Seals," was prepared

under the direction of Howard W. Douglass, Chief, Design Criteria Office, Lewis Research

Center; project management was by Harold W. Schmidt and M. Murray Bailey. The
monograph was written by R. E. Burcham of the Rocketdyne Division of Rockwell

International Corporation and was edited by Russell B. Keller, Jr. of Lewis. To assure

technical accuracy of this document, scientists and engineers throughout the technical

community participated in interviews, consultations, and critical review of the text. In

particular, Paul F. Brown, Pratt & Whitney Aircraft Division, United Technologies

Corporation; Paul S. Buckmann, Aerojet Liquid Rocket Company; and Lawrence P. Ludwig
and John Zuk, Lewis Research Center, individually and collectively reviewed the monograph
in detail.

Comments concerning the technical content of these monographs will be welcomed by tke

National Aeronautics and Space Administration, Lewis Research Center (Design Criteria

Office), Cleveland, Ohio 44135.

February 1978





GUIDE TO THE USE OF THIS MONOGRAPH

The purpose of this monograph is to organize and present, for effective use in design, the

significant experience and knowledge accumulated in development and operational

programs to date. It reviews and assesses current design practices, and from them establishes
firm guidance for achieving greater consistency in design, increased reliability in the end

product, and greater efficiency in the design effort. The monograph is organized into two
major sections that are preceded by a brief introduction and complemented by a set of
references.

The State of the Art, section 2, reviews and discusses the total design problem, and

identifies which design elements are involved in successful design. It describes succinctly the
current technology pertaining to these elements. When detailed information is required, the
best available references are cited. This section serves as a survey of the subject that provides

background material and prepares a proper technological base for the Design Criteria and
Recommended Practices.

The Design Criteria, shown in italics in section 3, state clearly and briefly wha_.._trule, guide,

limitation, or standard must be imposed on each essential design element to assure
successful design. The Design Criteria can serve effectively as a checklist of rules for the

project manager to use in guiding a design or in assessing its adequacy.

The Recommended Practices, also in section 3, state ho...._wto satisfy each of the criteria.

Whenever possible, the best procedure is described; when this cannot be done concisely,

appropriate references are provided. The Recommended Practices, in conjunction with the

Design Criteria, provide positive guidance to the practicing designer on how to achieve

successful design.

Both sections have been organized into decimally numbered subsections so that the subjects

within similarly numbered subsections correspond from section to section. The format for

the Contents displays this continuity of subject in such a way that a particular aspect of

design can be followed through both sections as a discrete subject.

The design criteria monograph is not intended to be a design handbook, a set of

specifications, or a design manual. It is a summary and a systematic ordering of the large and

loosely organized body of existing successful design techniques and practices. Its value and

its merit should be judged on how effectively it makes that material available to and useful

to the designer.
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LIQUID ROCKET ENGINE TURBOPUMP

ROTATING-SHAFT SEALS

1. INTRODUCTION

Seals for the rotating shaft of a liquid-propellant rocket engine turbopump are devices that

prevent or minimize the leakage of propellants or fluids between the rotating shaft and the

stationary pump or turbine housing. The shaft seal must provide effective sealing during

high-speed rotation at all extremes of operating conditions for the specified life of the

engine. Because of the serious consequences of leakage of highly reactive oxidizers and fuels,
the shaft seal is one of the most critical components on a rocket engine. A seal failure can

result in mixing of incompatible fluids, and the ensuing reaction may result in total

destruction of the engine and vehicle. Excessive propellant leakage can lower the engine

efficiency and may result in depletion of the propellant supply prior to completion of the

flight mission. This monograph has been prepared to delineate the techniques that lead to

seal design in which the probability of seal failure is reduced to a practical minimum.

The design and application of rotating-shaft seals for turbopumps in rocket engine systems

requires consideration of many factors that normally are not critical in more conventional

applications. The extreme operating conditions combined with the high reliability and
fail-safe requirements dictate a thorough analysis of each detail design factor with

consideration of all possible failure modes and operating variations. Most of the problems

with turbopump seals have been related to material compatibility with the rocket engine

propellants and to operation at the extremely low temperatures (-297 ° to -423°F) * of

the cryogenic fluids. The low-temperature problem is compounded on some turbopump

seals by the extreme temperature gradient that occurs when the cryogenic fluid must be

sealed along a shaft that is adjacent to a high-temperature (1200°F) turbine. Additional

thermal problems are created by the heat generated at the seal face by rubbing friction and
viscous shear at the high rotational speeds (500 ft/sec). Rubbing-surface temperatures in

excess of 1000°F have been measured on liquid-oxygen seals when the fluid environment

was at -297°F.

The shaft seals currently in use on rocket engine turbopumps are primarily the face-contact

and circumferential** types. In general, the face-contact seals (face seals in rubbing contact

with the mating surface) are used for sealing liquid propellant, and the circumferential seals

*Factors for converting U.S. customary units to the International System of Units (SI units) are given in Appendix A.

**Seal terminology used in the text basically is that presented in ASLE SPA (ref. 1). Symbols, materials, and abbreviations

are defined or identified in Appendix B.



are used for sealing turbine hot gases. Circumferential seals may employ either

rubbing-contact seal elements or clearance elements. Circumferential clearance seals,

particularly labyrinth types, are used extensively where reliability is the primary
consideration and the increased leakage over that of face and circumferential clearance seals

is acceptable.

The monograph deals primarily with the experience and knowledge accumulated in
development and operational programs to date; therefore, most of the discussion is

concerned with the face-contact, circumferential, and labyrinth seals. Because future

requirements indicate the need for more advanced configurations such as the hydrostatic
and hydrodynamic seals, these designs are also treated.

The monograph is organized around the sequence of tasks normally involved in seal design:

(1) Seal System. -The arrangement of seal assemblies, drains, and purges is selected
to minimize the severity of seal operating conditions, provide allowances for all

extremes of operation, and allow for a single seal failure without destructive

failure of the turbopumps. The seal designer must be involved at the preliminary

turbopump design layout to ensure that the required operating conditions are
consistent with reliable seal performance.

(2) Seal Assembly.- The basic type of seal assembly is selected to satisfy the

operating and performance requirements. The design problems and performance

limitations that are related to the seal assembly and turbopump application are
considered. The seal assembly and seal system designs are iterated until an

acceptable compromise between operating conditions and performance is
established.

(3) Seal Components.-The detail design analysis necessary to establish the

requirements and configuration of the detail components of the seal assembly is

performed and integrated with the seal system and seal assembly designs. The seal
component design analysis treats the following design factors:

• Leakage
• Seal materials

• Seal interface configuration

• Secondary element
• Pressure balance

• Spring load

• Secondary friction

• Resonant frequencies

• Dynamic response
• Power loss

• Heat transfer and thermal analysis
• Stress and deflection analysis
• Dimensional tolerances

These tasks are considered in the monograph in the order and manner in which the designer
must handle them. Within the task areas, the critical aspects of the requirements that the
seal design must satisfy are presented.

2



2. STATE OF THE ART

The technology for turbopump rotating-shaft seals has evolved through approximately 20

years of rocket engine development. Because of the severe operating conditions for
turbopump seals, most turbopump seal designs have required considerable development and
have extended the state of the art, particularly in the areas of material compatibility,

low-temperature capability, and high-speed service.

Compatibility of seal materials with rocket engine propellants has been a major problem.
The highly reactive propellants are not compatible with many of the conventional seal

materials. The strong oxidizers such as liquid oxygen (LO2) or liquid fluorine (LF2) are

capable of combustible reactions that can result in total destruction of the engine and

vehicle. Many of the early seal experiments resulted in explosive reactions. Much effort was

expended over the years to compile data on material compatibility and to make effective
use of the information in successful seal design.

The extremely low temperatures (-297°F to -423°F) of cryogenic propellants precluded
the use of conventional elastomer seals and resulted in the development of the plastic-lip

and metal-bellows designs. Welded metal-bellows have been extensively developed during the

past 10 years and are currently the most common seal configuration in use with cryogenic
fluids. Because cryogenic fluids do not provide significant lubrication, material

combinations that are self-lubricating have been developed.

The low temperature of the cryogenic propellants in combination with the high temperature
of the turbine hot gases results in severe temperature gradients through the seal system and
across the seal assembly. The hardware is chilled to cryogenic temperature before start and

must withstand the thermal stresses caused by heating from the hot gas during operation.

Additional thermal gradients are caused by the heat generation at the seal interface by

rubbing friction and viscous shear. Therefore, considerable development effort has been

directed at providing for transient and operational thermal contraction/expansion, thermal

stresses, and thermal distortion.

A summary of the chief design features of rotating-shaft seals for representative rocket

engine turbopumps is presented in table I. The seal types are grouped according to the fluid

being sealed. The materials for the seal nosepiece, mating ring, secondary seal or bellows

element, and housing are listed for each seal. Seal diameter, pressure, and speed indicate the

operating conditions. The seal face load and pressure-balance ratio show the design
parameters. Face load is calculated from the sum of the spring load and the hydraulic load

caused by fluid pressure differential. Hydraulic load is based on the pressure-induced closing
force minus an assumed interface-pressure-induced separating force equivalent to one-half

the pressure differential (linear profile). The integration of these data with the successful

test experience forms the basis of the discussion under the separate design subjects.
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Table I. - Summary of Chief Design Features of Representative Turbopump Rotating-Shaft Seals

Materials Seal Fluid
Sealed Seal type Shaft Rubbing i Spring

fluid diam pressure, speed, speed, load

Nose- Mating Secondary psig rpm fps
piece material or Housing in. ibf....... O ®

Liquid Shaft Riding Carbon No plating ** 304 3.5 600 22000 367

Hydrogen Segmented Carbon CDJ83 A286

Liquid Face Contact Carbon Chrome on AMS 4530 AMS 5735 2.O9 85 30800 280

Hydrogen Metal Piston Ring P5AG Ineonel or 4650

5667

Liquid Face Contact Carbon Chrome on AMS 4530 AMS 5735 1.70 400 30800 214

Hydrogen Metal Piston Ring P5AG Inconel or 4650

5667

Liquid Face Contact

Hydrogen Metal Piston Ring

Gaseous Face Contact

Hydrogen Welded Bellows

-400OF

Gaseous Face Contact

Hydrogen Welded Bellows

-360OF

Gaseous Face Contact Carbon Chrome on AMS 4530 Inconel

Hydrogen Metal Piston Ring Y5AG AMS 3665 or 4650 5665

-II0OF

Gaseous Shaft Riding Carbon Tungsten ** NA

Hydrogen Segmented Carbon CDJ83 carbide on

A286

Gaseous Face Contact Carbon Chrome on Inconel 321

Hydrogen Welded Bellows PbN Inconel X 730

-400OF

Hot Gas Shaft Riding Carbon Chrome on ** Ineonel 3.768 i00

H2 + H20 Segmented Carbon G84SC Ineonel X 600

1000OF

Hot Gas Face Contact Carbon Chrome on lneonel 321 3.339 75

H 2 + H20 Welded Bellows PbN Inconel X 750

1000OF

Hot Gas Face Contact Carbon LW-5 on 2nconel 321

500°F GN 2 Welded Bellows EYI05 Inconel X 718

Hot Gas Face Contact Carbon NO plating AM-380 347

A-50 + N204 Welded Bellows CDJ83 44OC

Liquid Face Contact

Fluorine Welded Bellows

Liquid

Fluorine

Liquid

Fluorine

Face Contact

Welded Bellows

Face Contact

Machined Bellows

Carbon Chrome on AMS 4530 Inconel 1.59 500 30800 235

P5AG Inconel or 4650 5665

5665

Carbon Chrome on 347 Invar 36 2.531 20 34000 375

P5N 3!0

Carbon Chrome on 347 AMS 5646 1.23 20 12300 66

P5AG AMS 5735 or 5512

2.02 450 30800 269

3.0 700 24000 312

2.950 50 28400 434

28400 460

9000 130

4.53 130 6000 120

2.668 95 25000 277

AI203 on AI203 on lnconel lnconel .620 50 75000 205

Inconel Inconel 718 718

600 718

KI62B NO plating Inconel Inconel 1.500 50 28000 170

KI62B 750 750

AI203 NO plating Inconel Inconel 1.82 600 II000 88

KI62B 718 718

Total Unit FV Successful test experience

load, load, factor, Balance Total Total Wear Dynamic Engine

psi x fps ratio number test, life, leakage or
Ibm psi (xl08) tested hr

_) hr _ _) program

NA NA NA NA NA NA 8 i NA N E_RVA

16 31 50 14 .75 NA NA NA NA RL-10

8 38 76 16 .55 NA NA NA NA RL -i 0

NA NA NA NA RL-10

17 48 4 I SCFM P_oebu s

NA NA NA NA RL-IO

NA NA NA NA RL - i0

NA NA 150+ 4+ NA NERVA

.7 i00+ i00+ 2 3 SCFM J-2

2 15 62 28.6 1.5 100+ i00+ 2 30 SCFM J-2

4 17 52 12 .6

7 9 ii 4.2 .7

8 NA 17 i.i .6

12 55 82 22 .6

NA NA NA NA

9 25 29 12.6

19 41 40 5.2 .8 i00+ 100+ 3 3 SCFM J-2

Ii 51 38.6 4.6 .95 6 .38 NA NA M-I

NA SA 40 ii .85 IO0+ iO+ .9 NA Titan Ill

5 6 80 16.4 .6 2 .03 NA I SCFM RgD

15 25 60 i0 ,6 1 .03 NA 2 SCFM R&D

14 26 44 3.9 .6 21 6.3 .2 NA Modified

RL-IO

(continued)
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Table I. - Summary of Chief Design Features of Representative Turbopump Rotating-Shaft Seals (continued)

Sealed Seal type

fluid

Liquid Face Contact

Oxygen Welded Bellows

Liquid Face Contact

Oxygen Welded Bellows

Liquid Face Contact

Oxygen Welded Bellows

Liquid Face Contact

Oxygen Welded Bellows

Liquid Face Contact

Oxygen Welded Bellows

Liquid Face Contact

Oxygen Welded Bellows

Liquid Face Contact

Oxygen Lip Secondary

Liquid Face Contact

Oxygen Lip Secondary

Liquid Face Contact

Oxygen Lip Secondary

Materials

Secondary
Nose- Mating

piece _terial or Housing
bellows

Carton Chrome on 347 304

P692 4130

Carbon Chrome on Inconel !304

P692 4130 718

Carbon Chrome on Inconel 321

PiN Inconel X 750

Carbon Chro_ on Inconel 321

P692 Inconel X 718

Carbon LW-5 on Ineonel 321

P5N lnconel X 718

Successful test experience
PV

Total Unit factor, Balance Total Total gear Dynamic Engine

Seal Fluid Shaft Rubbing Spring load, load, ipsi x fps ratio number test, life, leakage or

dis:n, >ressure, speed, speed, load, Ibm psi ' [x103) G tested hr hr Q program

in. psi S rpm fps ibf Q O Q

2.630 225 6750 77 31 95 158 12.2 0.97 30 35.8 3 I0 SCFM Thor

2.630 200 6800 78 82 106 176 13.7 .7 85 29 3 i0 SCFM H-I

2.974 200 8650 112 41 150 210 23.5 .85 i00+ I00+ 2 15 SCFM J-2

2.935 200 9000 115 ql 150 210 24 .85 25 15 2 15 SCFM J-2S

6.902 450 4000 120 20 471 196 23.5 .92 21 2.4 1.7 2.3 SCFM M-I

Carbon Chrome on Inconel AMS 5646 1.70 400 12300 92 17 67 41 3.8 .65 NA NA NA NA RL-10

P5AG AMS 5646 750

Carbon Chrome on Mylar 303 6.463 140 6000 170 58 127 51 8.7 .7 I00+ i00+ 3 25 SCFM F-I

P692 440O

Carbon Chro_ on KeI-F 302 2.650 225 6800 78 32 82 130 i0

P692 4130

Kel-F 302 2.630 250 I0000 115 32 86 137 15.8Carbon Ohro_on

P692 4130

Liquid Face Hybrid O Carbon Chrome on Inconel Inconel 2.65 50 25000 290 34 NA NA NA

Oxygen Welded Bellows P692 Inconel X 718 718

Liquid Shaft Biding Carbon LW-5 on ** 321 4.33 385 6000 113 NA NA NA NA

Oxygen Segmented Carbon PgN Intone[ X

.85 i00+ i00+ 3 i0 SCBM Thor

.85 I00+ i00+ 3 i0 SCFM Atlas

.6 i 14 I0 15 SCFM ADP

NA 2 .66 NA 3.5 GPM M-1

.7 I00+ i00+ 2 .0l ibm/set d-2

.7 25 15 2 .02 Ibm/sec J-2S

.7 17 48 4 .006 ibm/sec Phoebu_

.8 1 .13 .15 NA M-I

NA NA .56 NA 50 GFM M-I

NA NA 200+ 10+ NA

Liquid Face Contact

Hydrogen Welded Bellows

Liquid Face Contact

Hydrogen Welded Bellows

Liquid Face Contact

Hydrogen Welded Bellows

Liquid Face Contact

Hydrogen Welded Bellows

Liquid shaft Clearance

Hydrogen Arch Bound

Segmented Carbon

Liquid Shaft Riding

Hydrogen Segmented Carbon

Carbon Chrome on Inconel 321 2.950 200 28000 360 15 64 89 32

F5N Inconel X 750

Carbon Chrome on Inconel Inconel 3.515 350 28000 430 20 95 i01 43.5

P5N Inconel X 718 600

Carbon Chrome on 347 Invar 36 2.531 150 34000 375 7 25 31 11.6

pSN - -

Carbon LW-5 on In¢onel Inconel 4.53 300 18000 356 Ii 133 i00 35.6

PO3N Inconel X 750

Carbon LW-5 on ** 321 5.24 210 15500 385 NA NA NA HA

P5N Inconel X

Carbon Tungsten ** 304 3.0 150 24000 312 NA NA NA HA

CDJ83 carbide on

A286

NERVA

(continued)



Table I. - Summary of Chief Design Features of Representative Turbopump Rotating-Shaft Seals (concluded)

Materials

Sealed Seal type

fluid Secondary

Nose- Mating or Housing

piece _terial bellows

FLOE _ Face Contact KI62B No plating i KeI-F 302

Lip Secondary KI62B

N204 Face Contact Carbon LW-5 on AM-350 300

Welded Bellows 5"/-105 321

A-50 (_) Face Contact Carbon LW-5 on AM-350 347

Welded Bellows EY-105 321

RP-I

RP-I

RP-I

RP-I

Oh

Total

Seal Fluid Shaft Rubbing Spring l load,

diam, pressure, speed, speed, load, ibm

in. psig rpm fps

2.626 225 10000 114

2.5 50 8360 91

1.887 50 23500 195

2.364 250 i0000 107

3.177 200 6500 90

3.174 200 7000 97

FaceContact Carbon Chrome on Buna-N 300

V-Packing Secondary G39 4130

Face Contact Carbon Chrome on Buna-N 300

V-Packing Secondary G39 4130

Face Contact Carbon Chrome on AM-350 302

Welded Bellows 0CA-72 4130

Face Contact Carbon Chrome on Viton A AI 2024 6.497 300 6500 181

O-Ring Secondary G39 440C

PV

Unit factor,

load, psi x fps Balance

psi [x105) ratio

lbf ® ® ® ®

30 61 97 ii .7

NA NA 31 2.8 .7

i0 NA 33 6.4 .7

i0 64 103 10,6

22 75 99 8.9

18 91 117 11.4

47 304 126 22.9

RP-I/ Face Contact Carbon Chrome on AM-350 Hastelloy 10.142 120 6500 280 300 414 81 22.8

Not Gas Welded Bellows P2003 Hastelloy

800°F

Hot Gas Shaft Riding Carbon Chrome on **

LOX + RP-I Segmented Carbon Gg4 434O

lO00°F

Not Gas Shaft Riding Carbon Tungsten **

LOX + _-I Segmented Carbon G84 carbide on

434O

Hot Gas Shaft Rldlng Carbon Tungsten **

LOX + RP-I : Floatlng Ri,g P33 csrblde on

4340

(_) Spring + Hydraulic Load (Based on Linear Profile)
Load

Q Total Nose Load ÷ Nose Contact Area

Q Nose Unit Load x Rubbing Speed, psi x fps

Q Closing Seallng Dam AreaEffective Area

Estlma%ed M_nlmum Effective Seallng Life

Hoasure4 or Estimated Maximum

C) Annular Grooved Face

(_) Mixture 30_ Fluorine + 70_Llquld Liquid Oxygen

Q kerozine 50 [50% hydrazine + 50% UD_)

416

416

416

9,500 50 6500 270 NA NA NA NA

2.000 125 40000 350 NA NA NA NA

3,000 160 29000 380 _-_ ** *_ *_

Successful test experience

Total Total Wear Dynamic Engine

number test, life, leakage or

tested hr hr _) program

®

4 3.1 3 i0 SCFM R&D

40+ 3+ I+ NA Titan lIl

40+ 3+ I+ NA Titan IIl

.85 i00+ I00+ 4+ 5 CC/}_ Atlas

.85 i00+ I00+ 4+ 5 CC/HR Thor

.97 36 46 4+ 2 CC/}_ N-I

.8 I00+ I00+ 3 i00 CC/}_R F-I

.65 12 4.8 NA NA F-I

NA I00+ i00+ 4+ NA F-I

NA i00+ I00+ 4+ NA Atlas

_._ i00+ i00+ 4+ NA H-I

NA - data not available

** - does not apply



Anticipated operating conditions for turbopump seals in the future will require the current
state of the art to be extended in the area: of long life, high speed, high pressure, and low

leakage. For example, the operating conditions for the seals in the turbopumps on the
SSME* include liquid-oxygen pressures up to 650 psia, hot (900°F) gas pressures up to

4000 psia, and rotational speeds up to 400 ft/sec, all combined with a wear-life requirement
of 10 hr. Current designs generally are capable of satisfactory operation at one of these

conditions; however, new concepts will be required to satisfy all the conditions

concurrently. The current designs for rubbing-contact seals provide low leakage at pressures

up to approximately 500 psi or speeds up to approximately 500 ft/sec; however, the wear

life is limited to approximately 4 hours. The current designs for circumferential floating-ring

controlled-gap or labyrinth seals are capable of meeting the higher pressure-speed-life

requirements, but the leakage rate is excessive for many applications. The seal concepts that

appear to have the best potential for satisfying all of the future requirements are the
hydrostatic or hydrodynamic designs. These seals maintain a small (_ 0.0001 to 0.0004 in.)

clearance gap that essentially eliminates rubbing contact and minimizes leakage. The test

experience in cryogenic fluids is limited; however, the feasibility of the design concepts has

been demonstrated in several programs.

2.1 SEAL SYSTEM

The seal system consists of the arrangement of seal assemblies, drains, and purges required

to satisfy the overall design objectives. The first and one of the most important steps in the
design of turbopump seals is the tradeoff analysis for selection of the total seal system.

Reliable operation of the turbopmnp requires a seal system designed to minimize the

severity of seal operating conditions, provide allowances for all possible extremes of

operation, and allow for seal failure without destructive failure of the turbopump. Many

methods to accomplish these goals exist; however, it is usually necessary that the design

features be incorporated as part of the preliminary turbopump layout, since many of the

seal system design requirements are interrelated with other turbopump design features and

may be difficult to incorporate later.

The seal system design generally is iterated with consideration of the individual seal

assembly capabilities until an acceptable compromise between operating conditions and

performance is reached. The relative severity of the operating conditions is evaluated by

comparing the fluid-pressure/rubbing-speed relation for specific types of seals and fluids

with the current practices and recommended limits. This relation provides a guide to the

feasibility of alternate configurations for the system design before the detail seal-assembly

designs are established.

The types of turbopump seal systems currently used to contain and separate rocket engine

propellants are illustrated and described in figures 1 through 10.

*Space Shuttle Main Engine.
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HIGH PRESSURE

BACK-UP

LABYRINTH

One-seal system; used when propellants can be

safely drained to atmosphere or when external

leakage is not harmful. Labyrinth seal provides

backup in event of face seal failure.

Figure 1. - One-seal system with back-up labyrinth for containing liquid propellants.

[
LIQUID

HYDROGEN

BACK'UP
LABYRINTH

DRAIN

ATMOSPHERE

MK9 LIQUID HYDROGEN TURBOPUMP

Two-seal system with a drain; used when pro-

pellants (e.g., liquid hydrogen) may be hazar-

dous when mixed with atmospheric air or

when external leakage would be harmful.

Labyrinth seal provides backup in event of

face-seal failure.

Figure 2. - Two-seal system with back-up Labyrinth for containing liquid hydrogen.

STATIC LIFT-0FF SEAL (PRESSURE ACTUATED)

PRESSURE _ IH2 + H2Oi

LEAKAGE DRAINS

, __ .... LH 2

LIQUID

HYDROGEN _/_/_ ___K___/ /' " -- MATING RING

;A II/NNO/_R i_ _//_ _-- L'QU' D HYDROGEN SEAL

J2"S LIQUID HYDROGEN TURBOPUMP

Two-seal system consisting of one face-contact

seal and one static liftoff seal; used when pro-

pellants can be safely drained into the turbine

hot-gas area and when minimum static leakage

is desirable. The static liftoff seal provides

static sealing during nonrotation periods and

is pressure actuated to lift off the mating ring

during rotation.

Figure 3. - Two-seal system for containing liquid hydrogen.
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PRIMARY _ _,,_TURBINE SEAL DRAIN

SEAL DRAIN'----"--'_ kk SECONDARY SEAL

40 PSID RELIEF VALVE "_---_ _/ TURBINE SEAL

PRIMARY SEAL - HOT GAS

HYDROGEN

li

J2 LIQUID HYDROGEN IURBOPUMP

Compact three-seal system consisting of two

face-contact seals and one circumferential seal

with a drain; used when propellants and tur-

bine hot gases can be safely mixed in a com-

mon drain cavity. The primary seal drain

utilizes a relief valve to maintain a desired pres-

sure level to reduce the pressure differential

across the primary seal and ensure cooling of

the secondary seat. The secondary seal pro-

vides additional sealing capacity in the event

of a primary seal failure and prevents moist-

ure from freezing on the primary seal.

Figure 4. - Three-seal system for containing liquid hydrogen and (H 2 + H20) hot gas.

GN 2 PURGE _, HL &RI

LIQUID __

OXYGEN I

i
.,LONCOA.D
CReS_AS_,ET I ' 1_

LOX SEAL ASSEMBLY--

-- MYLAR GASKET

ASBESTOS-RUBBER GASKET

(ONE ANTIROTAIION PiN)

_\
_OIk SEAL ASSEMBLY

L_LOCKIN6 SLEEVE

H-I I1JRBOPOMP

Th.ree-seal system consisting of two face-

contact seals and one purged labyrinth inter-

mediate seal; used to separate two incompat-

ible fluids such as liquid oxygen and lubricat-

ing oil. The leakage from the face-contact
seals is drained out through separate drains.

The labyrinth intermediate seal, which is gas

purged, provides separation of the drain cavi-

ties during normal operation, but may not be

effective in the event of a seal failure.

Figure 5. - Three-seal system for separating liquid oxygen and oil.

LOX CAVITY _AIN (3 PLACES)

LIQUID

OXYGEN

LOX SEAL /

INTERMEDIATE SEAL

IPURGED)

MATING RING

C
F I IURBOPUMP

G_ PURGE

RP-I

--RP-I SEAL

-- MMtNG RING

-- SHAFT

Four-seal system consisting of two face-

contact seals and a purged, double circumfer-

ential intermediate seal; used to separate two

incompatible fluids such as liquid oxygen and

RP-1. The leakage from the face-contact seals

is drained through separate drains. The double

circumferential seal, which is inert-gas purged,

provides effective separation of the drain cavi-

ties in the event of a seal failure. The slinger

prevents direct impingement of high-velocity

fluid and assists in routing the leakage through

the drain.

Figure 6. - Four-seal system for separating liquid oxygen and RP-1.



SHIM TURBINE SEAL

LIQUIDPRIMARY OXYGENSEAL DRAIN _MANIFOLD---I : !1 MATINGHOTSPRINGGASRINGSEAL

_ (H? + H20)

"I///)C)_ I/XY/_

Lt'%gRA:E :IA  ,AL
J2 LIQUID OXYGEN TURROPUMP

Compact four-seal system consisting of two

face-contact seals and a purged double circum-

ferential intermediate seal; used to separate

two incompatible fluids such as liquid oxygen

and hydrogen-rich hot gas. The principle of

operation is the same as that in the system

shown in figure 6. Overheating and distor-

tion of the mating ring may be a problem

with two seals rubbing on the same ring.

Figure 7. - Four-seal system for separating liquid oxygen and (H 2 + H20) hot gas.

T_IINE INI_FACE

HOT G, ,S_F

TUR BI NIE ROTOR

BEARING HOUSING

SUPPLY LINE

GN 2 PURGE

DRIVE SHAFT

M-Z LIQUID OXYGEN TURBOPUMP

Minimum-axial-space four-seal system consist-

ing of four face-contact seals stacked radially;

used to separate two incompatible fluids. Prin-

ciple of operation is the same as that in the

system shown in figure 6. The face-contact

seals generally provide a more effective seal

than the circumferential shaft seals; however,

the increased radial space required, addition-

al complexity, and potential mating ring

overheating and distortion may prevent their

use as dry-running intermediate seals (ref. 2).

Figure 8. - Four-seal system for separating liquid oxygen and (H 2 + H20) hot gas (radial stack).

DRAIN HEI_f UM PURGE

INTERMEDIAI[ SEAL

PRIMARY SEAt - .

TURBINE SEAL

LIOUID FtUORINE TURBINE WHEEL

AI203

PLASMA SPRAY

IAY_ HYDROGEN

BE_ING_ HOT 6AS

R & D LIQUID FLUORINE TURBOPUMP

Compact minimum-radial- and axial-space four-

seal system consisting of two face-contact seals

and a purged, double circumferential intermed-

iate seal; used to separate two incompatible

fluids. Principle of operation is the same as

that in the system shown in figure 6. Mating-

ring distortion may be a problem due to use

of structurally stressed parts for the mating

ring. Separate, nonloaded mating rings are pre-

ferred.

Figure 9. - Four-seal system for separating liquid fluorine and hydrogen hot gas (minimum space).
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RETURN TO LOW HELIUM RETURN TO LOW

PRESSURE AREA DRAIN PURGE DRAIN PRESSURE AREA

x._ HIGH

HIGH PRESSURE EsHIGR H FUEL

LIQUID OXI DIZER//_

CLEARANCE SEAL __ OXIDIZER SEAL FUEL SEAL CLEARANCE S

(TO REDUCE PRESSURE) (TO REDUCE PRESSURE)

PRIMARY OXIDIZER PRIMARY FUEL SEAL

SEAL

Six-seal system consisting of four face-contact seals and two circumferential clearance seals; used to

separate two high-pressure incompatible fluids when axial space is not critical. The circumferential

clearance seals (e.g., floating ring and labyrinth) decrease the high pressure to a value acceptable for

face-contact seals by allowing recirculation back to a low-pressure area such as the pump inlet. The

leakage from the primary seals is drained through separate drains. The inert-gas purge between the two

face-contact intermediate seals provides an effective separation of the drain cavities in the event of

seal failure.

(a) Six-seal system using intermediate face seals

OVERBOARD

VENTS

SEAL

OXIDIZER PUMP_,,,,,,,,,,_ _ OXIDIZER __

,M.ELt?_?, ,

LABYRINTH _OCEN A_
CARBON

INTERMEDIATE

MATING RING -_

t t
FUEL CARBON

/ __,:::::i:,:! -- MATING RING
LABYRINTH

SEAL RING

Six-seal system consisting of two face seals, two labyrinth seals, and two ring seals with both radial and

circumferential contact faces; used to separate two high-pressure incompatible fluids when axial space

is not critical. The face seals decrease the high pressures to a modest value such that the ring seal can

ensure low overboard leakage. Should a face seal fail, a labyrinth seal limits the overboard leakage to an

acceptable level. For ground test operations, where back pressure is high, the ring seals can be center

pressurized with helium; this ensures safe separation of the two propellants by providing a helium dam

between both vent cavities (refs. 3, 4, and 5).

(b) Six-seal system using intermediate ring seals

Figure 10. - Two six-seal systems for separating high-pressure liquid oxidizer and fuel.
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2.1.1 Pressure Environment

High-pressure environments for seals generally result in lower turbopump reliability and

larger propellant leakage. High pressures also increase the difficulty of separating

incompatible fluids. The pressure level is reduced to be consistent with tile current state of

the art for specific types of seals and fluids by utilizing upstreanl labyrinth o1"

circumferential clearance seals in conjunction with low-pressure return bleeds that allow

recirculation to a low-pressure area (fig. 10).

High differential pressures are reduced by maintaining an established pressure level

downstream of the primary seal. The primary seal may be drained directly into the turbine

hot-gas area (fig. 3) if the fluids are compatible, or a relief valve may be utilized in the drain

in conjunction with an additional seal in series with the primary seal (fig. 4) to reduce the

differential pressure. It is also possible to maintain a pressure level downstream of the

primary seal by pressurizing the drain cavity with an inert purge.

Seals located near pump impellers generally are subjected to excessive pressure oscillations

arising from the high-frequency pulses of discharge. Fatigue failure of the seal components

such as the secondary-element metal bellows or plastic lip may result if the seat is not

protected. The amplitude of pressure oscillations at the seal is minimizcSd by utilizing

labyrinths upstream of the seal as damping devices (fig. 4).

2.1.2 Thermal Environment

The low temperature of the cryogenic propellants and the high temperature of the turbine

hot gases result in severe temperature gradients ill the seal system and across the seal

assemblies. The thermal stresses created by the differential thennal expansion/contraction

are minimized by designing the seal housings and mating rings to provide minimum restraint

to therlnal deflections and by using materials with similar therlnal expansion/contraction

rates. High temperatures at the seal location are minimized by designing the system to

isolate tile seal in a cooled area. Barriers or labyrinth devices are provided to prevent the

direct flow of hot gases onto the seal assembly.

2.1.3 Vacuum Environment

Many rubbing materials tend to wear excessively or fail completely under vacuum

conditions because the oxygen and water vapor that are required to form lubricating surface

oxides are absent. It is general practice to design the turbopump seal system such that the

rubbing seals are not exposed to a hard vacuum. The seal drains are routed to a safe disposal

area internal to the turbopump or engine (e.g., the turbine exhaust or pump inlet), or the

drains are elimiuated and the seal leakage is allowed to vent directly into the turbine (fig. 3).

Pressure-relief valves may be used in the seal drain system or a drain cavity purge may be

used to ensure a positive pressure in the drain.

12



Atmosphericdrains normally are long enoughso that only partial diffusion of the
drain-cavityatmospherewill occur.Also, the sealleakagenormallyissufficientto maintain
a positivepressurein the drainsystem;therefore,it maynot benecessaryto providespecial
allowancesfor vacuumoperation.

2.1.4 Rubbing Speed

High seal rubbing speeds result in excessive heat generation and require additional cooling

capacity to prevent thermal failures. Rubbing speeds are minimized by utilizing the smallest

possible seal diameter. Compromises in the pump design to reduce the shaft rotational speed

are considered when the rubbing speed is excessive. Larger-diameter impellers may be used

or the pump operating head and flow relations may be adjusted. For reliable operation, the

rubbing-speed/sealed-fluid relations for specific types of seals and fluids must be within the

current state of the art.

2.1.5 Cooling and Lubrication

Rotating-shaft seals require adequate cooling to dissipate the heat generated at the seal face

by rubbing friction and viscous shear of the sealed fluid. Also, seal materials generally

require some form of lubrication for satisfactory performance. The sealed fluid usually

provides adequate cooling and lubrication if provisions are made to allow the fluid to flow

through the seal cavity. Bleed holes through the impeller from the seal cavity to the impeller

inlet, or through the shaft back to the pump inlet, are used where possible. Pumping vanes

on the impeller rear shroud also are utilized to ensure recirculation of the sealed fluid.

Installation of the seal in a deadend cavity that may allow accumulation of a vapor pocket

and result in poor cooling and lubrication is avoided.

Dry-running face-contact intermediate seals (fig. 10(a)) may overheat as a result of lack of

cooling and lubrication. Circumferential shaft seals (fig. 6) generally are used for

dry-running intermediate seals. Cooling and lubrication of dry-running seals are provided

when required by purging with an inert fluid or by injecting a cooling fluid into the seal

cavity or onto the seal mating ring. Separate cooling and lubrication systems, which are

isolated from the sealed fluid, are used when the cooling fluid is not compatible with the

sealed fluid.

Mating rings usually are located toward the sealed fluid with pressure on the outside (fig.

10(a)) in order to ensure flow of coolant across the back surface of the ring for maximum

heat transfer to the sealed fluid. Mating rings also are drilled to allow coolant flow through

the ring section. Pumping vanes or holes in the mating ring are used to ensure coolant flow

around the seal face. However, modification of the mating-ring section by incorporating

vanes or holes may result in distortions of the mating surface.

13



Overheating and distortion of the mating ring may be a problem with two seals rubbing on

the same ring (figs. 4 and 8). If space is not limited, series seals on separate mating rings are

preferred (fig. 10(a)).

2.1.6 Leakage Drains

Adequate drains are provided in the seal system to ensure safe disposal of the seal leakage.
Seal drains are sized to accommodate the maximum anticipated leakage without building up

significant back pressure. The drain effective flow area is calculated with conventional flow

equations by estimating the maximum anticipated seal leakage and establishing the
allowable drain cavity pressure. The drain pressure differential and leakage rate then

establish the required drain size.

Seal leakage rate for a cryogenic fluid is calculated on the assumption of liquid conditons

upstream of the seal. For calculation of the required drain size, the calculated liquid leakage
is then converted to an equivalent gas volume at an assumed temperature. This method

provides the most conservative design, since the cryogenic fluid may be partially liquid and

partially vapor.

Seal drains for liquid hydrogen are routed to a safe disposal area because of the hazard of

mixing hydrogen with atmospheric air. Leaking hydrogen is not allowed to accumulate
inside of the vehicle structure. The general practice on liquid-hydrogen turbopumps is to

eliminate external drains and allow the seal leakage to vent into the turbine area (fig. 3).

2.1.7 Fluid Separation

Keeping incompatible fluids separated generally is a critical requirement of oxidizer seal

systems. The potential explosion hazard of mixing highly reactive oxidizers and fuels

dictates the use of a positive system to maintain safe separation. Separation of incompatible

fluids on the same shaft normally is maintained by utilizing (1) two face-contact seals to

minimize the leakage, (2) separate drains for each propellant to vent the leakage to a safe
disposal area, and (3) a purged double circumferential seal (fig. 6), two intermediate

face-contact seals (fig. 10(a)), or two intermediate ring seals (fig. 10(b)) with a purge

between them to separate the drain cavities. The purge pressure must be high enough to

provide a pressure barrier between the drains that will prevent propellant mixing caused by

leakage through the intermediate seal. Seal systems that require a purge for fail-safe

operation must utilize a fail-proof purge system.

Separation is improved by utilizing a rotating slinger (fig. 6) or shoulders on the

intermediate mating ring (fig. 7) to prevent direct impingement of high-velocity fluid and to
assist in routing the leakage out through the drain. Slingers are more effective with viscous
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fluids.Fluidsthat aresubjectto capillaryactionandthereforetend to leakinto thepurge
cavityarepreventedfrom contactingtheintermediatesealby useof anadequatereservoir
with agravitydrain.

2.1.8 Fail-Safe Provisions

Fail-safe operation is provided for by designing the seal system to allow failure of a single
seal without causing destructive failure of the turbopump or aborting a flight mission. The

effect of a seal failure is minimized by utilizing labyrinth seals upstream of the primary seal

to reduce the propellant leakage and by providing adequate drainage to safely dispose of the

leakage. Systems for separating incompatible fluids must utilize a positive intermediate seal

to maintain separation of the drain cavities (fig. 6). To ensure a pressure barrier between the

drain cavities, the intermediate seal cavity normally is pressurized to a level higher than the

maximum value anticipated in the seal drain. Redundant seals in series (fig. 4) are also

utilized to prevent excessive leakage in the event of a seal failure.

A theoretical failure analysis is performed to estimate all of the operating parameters and

the possible results for each different failure condition. All different modes of operation and

variations of performance are considered.

2.1.9 Purge Requirements

To prevent condensation and freezing of moisture, seal cavities in cryogenic systems arc

purged with gaseous nitrogen or gaseous helium to remove trapped air prior to chilldown.

Hydrogen systems are purged with gaseous helium to remove air that could ignite the

hydrogen. Gaseous nitrogen is not used in liquid-hydrogen systems because the system

temperature is below the freezing point of nitrogen.

Liquid-fluorine systems are thoroughly purged and dried to remove all traces of moisture

and thus preclude any combustible reaction of water and fluorine.

Seal cavities that are exposed to hot gas generated by the combustion of oxygen and

hydrogen, which contains significant free moisture, are purged to remove moisture that lnay
accumulate in the seal cavities and then freeze during subsequent chilldowns.

Purged cavities are provided with an inlet and an outlet port to allow the purge gas to flow

through the cavity. The purge flowrate and length of time are established to ensure

complete removal of air and moisture. After testing, the purge is kept on or air is prevented

from re-entering the cavity until the hardware returns to ambient temperature.

15



2.2 SEAL ASSEMBLY

The seal assembly consists of a group of detail parts or a unitized assembly -including

sealing surfaces, provisions for initial loading, and a secondary sealing
mechanism- necessary for accomplishing a complete single sealing function. The design

problems and performance considerations related to the selection of the seal assembly and

its application to the turbopump are presented in the following discussion.

Face-contact seals are used to minimize leakage at pressures up to approximately 500 psi

and speeds up to approximately 500 ft/sec; circumferential clearance seals are used for

higher pressures and speeds. The low temperatures of the cryogenic propellants require seal

types constructed of materials that maintain adequate ductility as the temperature
decreases. High surface speeds or long-life applications require low face-contact loads or

clearance-type seals. Circumferential clearance seals, particularly labyrinth seals, are used for

maximum reliability when the increased leakage is acceptable. The hydrostatic and

hydrodynamic seals are considered for effective sealing at high-speed, high-pressure, and

long-life conditions.

A comparison of the advantages and disadvantages of current types of turbopump
rotating-shaft seals is given in table II, which appears on pages 18 through 21 ; basic features

of the seal types are shown in figures 11 through 25 that follow table II.

2.2.1 Pressure Capability

Pressure levels for primary shaft seals normally are controlled to values less than 500 psig to

allow the use of minimum-leakage face-contact seals. Pressure levels greater than 500 psig

are reduced by the seal system design methods described in section 2.1.1. Pressures up to

approximately 1000 psig are feasible with turbopump-type face-contact seals when the

rubbing speed is low, life requirement is short, size is small, and cooling and lubrication are

adequate.

The fluid pressures in various seal applications in representative turbopumps are shown in

figure 26__ The maximum pressure for current face-contact seals is 500 psig; in most

applications, the pressure is approximately 200 psig.

The pressure limit for rubbing-contact-type seals normally is controlled by the capability for

balancing the differential pressure forces on the seal face to maintain a reasonable contact

load. The seal usually can be designed to withstand the structural loads caused by high

pressure; however, it is not feasible to eliminate the increase in face-contact load as the fluid

pressure increases. Therefore, the face-contact load increases in proportion to the fluid

pressure increase, and the pressure limit is determined by the load-speed-life relationships

for specific materials and fluids. Because the face load is proportional to the fluid pressure,

*Figure 26 appears on p. 31.
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the relation of fluid pressure and rubbing speed for specific types of seals and fluids provides

a guide for ewduating the relative severity of the application before the detail seal designs

are established.

The effect of high pressure on face-contact bellows-type seals is more pronounced than the

effect on elastomer or piston-ring types because of the change of bellows effective diameter

with pressure. The bellows seal can be pressure balanced for a specific pressure range:

however, if the pressure variation is great enough to cause the bellows effective diameter to

change significantly, the seal pressure balance will be adversely affected. Higher pressure will

increase the balance ratio and cause overloading of the seal face. Lower pressure will reduce

the balance ratio and the face-contact load and may result in excessive leakage or face

separation. Therefore, bellows seals generally are not used in applications with large pressure

variations unless face-load control is not critical. Turbopump bellows seals have operated

successfully with pressure levels of 500 psig and pressure variations of approximately 100

psi. Bellows-type seals that are designed for high pressure generally incorporate heavy plates

with a narrow span to withstand the pressureqnduced forces: therefore, the bellows spring

rate is higher, and the axial travel may be limited unless additional space is available to allow

an increase in the number of convolutions.

Circumferential shaft-riding segmented carbon seals (fig. 20) normally are not used as

dry-gas seals in turbopumps above approximately 100 psig because of the difficulty of

balancing the radial pressure load. Higher pressures (> 100 psig) may result in high contact

loads and excessive wear or heat generation. The circumferential segmented seal can be used

at higher pressures with liquids or lubricants because of the hydrodynamic lift effect from

the fluid wedge that is developed at the contact surface (similar to the effect in a journal

bearing), however, the leakage rate is significantly higher with liquids because the segments

tend to wind up and lift away from the shaft surface. Recent experiments indicate that it

may be feasible to utilize a hydrodynamic concept (Rayleigh step or spiral groove (fig. 22))

at the contact surface to control the fhfid-fihn thickness.

Circumferential shaft-riding floating-ring controlled-gap seals (fig. 23) are capable of

operating at very high pressures (> 1000 psig), because the contact-load increase with

pressure is negligible. The seal supports the differential pressure radial load as compressive

hoop stress in the floating ring; however, the axial contact load increases with pressure, and

the radial force required to reposition the floating ring, if the shaft rotates eccentrically,

increases slightly. The pressure nommlly is limited only by the capability of the floating ring

to support the radial load structurally. Large pressure variations may cause excessive changes

in clearance gap and can result in failure because of ring seizure on the shaft.

The hydrostatic and hydrodynamic seals (figs. 15 through l g) theoretically are capable of

operating at pressures higher than 500 psig, since the differential pressure load is supported

by a fluid film; however, these seals are very sensitive to distortions of the interface.
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Table I1. - Advantages and Disadvantages of Various Types of Rotating-Shaft Seals in Current Use

O0

O
©

03

Seal type Figure Advantages Disadvantages

Face-contact metal bellows 11

Face-contact plastic lip

Face-contact piston ring

Face-contact elastomer

12

13

14

Low leakage across face; positive secondary seal; wide

temperature range (-423 ° to 1000°F); materials

compatible with toxic and reactive propellants; sim-

plified construction;bellows provides spring load

and secondary seal; little space required; materials

not age-limited; high reliability.

Low-temperature (-320°F) capability; lip provides

vibration damping; one-piece nose for minimum face

distortion; constant pressure-balance diameter; re-
sistant to extreme vibration environments.

Wide temperature range (-423 ° to 1000°F); material

compatible with toxic and reactive propellants; ma-

terials not age4imited; constant pressure-balance

diameter for close face4oad control; resistant to ex-

treme oscillating pressure environments; high-

pressure capabihty.

Low leakage through secondary;tow cost;resistant

to extreme vibration and oscillating pressure en-

vironments; elastomer provides vibration damping;

design highly developed and standardized.

High cost; welding is critical; stress levels and

fatigue life difficult to predict; low fatigue life

in extreme vibration and oscillating pressure

environments; variation of effective pressure-
balance diameter and resultant face load.

Lip stress level and fatigue life difficult to pre-

dict; lip subject to damage and wear by con-

tamination particles; reliability lower than bel-

lows in most applications; hp drag at high pres-

sure.

High leakage through secondary seal;wear of

piston ring and mating surface can cause seal

hangup, excessive drag, and increased leakage;

piston ring subject to fretting damage.

Limited temperature range (-65 ° to 500 °F);ma-

terials age-limited; requires lubrication for con-

sistent performance;lubricant may deteriorate or

be washed off; subject to hangup or inadequate
response due to elastomer extrusion at high pres-
sure; materials and lubricant not compatible with

some propellants.



Self-energized hydrostatic

face

i xternally pressurized hy-

drostatic face

Hydrodynamic face

Hybrid face

Hybrid face

15

16

17

18(a)

18(b)

Seal face supported by fluid film from sealed

pressure; no rubbing contact during steady-state

operation; no external pressurization; no dilu-

tion of propellant with purge gas; long wear life;

high-speed and high-pressure capability;lift in-

dependent of speed.

Seal face supported by fluid film from externally

pressurized source; no rubbing contact during

transient or steady-state operation; long wear life;

high-speed and high-pressure capability;low propel-

lant leakage; lift independent of speed and sealed

pressure.

Seal face supported by fluid film developed from

hydrodynamic lift forces due to rotation; no

rubbing contact during steady-state operation; max-

imum lift force developed at minimum face clear-

ance; long wear life; high-speed and high-pressure

capability; lift independent of sealed pressure; no

dilution of propellant with purge gas.

Hydrostatic action provides lift at low rotational

speeds; hydrodynamic action provides additional

lift and stability at high speed independent of

sealed fluid pressure; no rubbing contact during

transient or steady-state operation; long wear life;

high-speed and high-pressure capability.

Design allows for rubbing contact during transient

operation; face contact load reduced at high speed

by hydrodynamic lift force; lift independent of

sealed pressure;longer wear life and higher speed

and pressure capability than rubbing contact seal.

High leakage; high cost; rubbing contact during

transient operation; sensitive to face or mating-

ring distortion; sensitive to mixed liquid and vapor

fluids; spring load and pressure balance critical;

marginal stability; lift dependent on pressure dif-

ferential.

Requires external inert pressurizing system or

higher pressure propellant source; high cost; dilu-

tion of propellant with pressurizing fluid; spring

load and pressure balance critical; marginal sta-

bility in cryogenic fluids; relatively large space

required.

Rubbing contact during startup and shutdown or

low-speed transients; face geometry easily damaged

by rubbing contact; sensitive to face or mating-ring

distortion; sensitive to mixed liquid and vapor

fluids; marginal lift force with cryogenic propellants;

sensitive to abrasive environments.

Sensitive to face or mating-ring distortion; sensitive

to mixed liquid and vapor fluids; spring load and

pressure balance critical; high static leakage; toler-

ances on face geometry critical; face geometry easily

damaged by rubbing contact; relatively large space

required.

Rubbing contact may cause thermal distortions that

destroy hydrodynamic lift; face geometry designed to

allow for reasonable wear may not provide significant

hydrodynamic lift; face material must be compatible

with the face unit load and velocity rubbing limits;

amount of hydrodynamic lift force is difficult to pre-

dict.

(continued)



TableII.- AdvantagesandDisadvai_tagesoiVal-ioLtsTypesof Rutatil_g-ShaftSealsinCurrentUse(concluded)

_K:.'.ii."_:_._
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o>;J

I>i bo
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_ i-_-,_,, D"

Seal type

Face contact/clearance

Circumferential shaft-riding

segmented

Circumferential shaft-riding

arch-bound segmented

Circumferential hydrody-

namic segmented

Figure

19

2O

21

22

Advantages

Seal face travel limited to provide minimuin face

clearance after initial wear-in at a fixed position;

no additional face wear after initial wear-in; high-

speed and high-pressure capability after wear-in:

simplified construction;high reliability for steady-

state repeatable operation.

Lower leakage than other types of circumferential

shaft seals" segments adjust to diameter and radial

location variations to maintain rubbing contact

unlimited axial travel; less sensitive to temperature

differentials wide temperature range (-423 ° to

1000°F); materials not age limited" little axial

space design highly developed.

Lower leakage than tloating-ring seal segments arc

arch.-bound at operating diameter to support pres-

sure load in compressive hoop stress; 1o\_ contact

load for long life, high-speed and high-pressure capa-

bility" wide temperature range (-423 ° to 10(/0_I).

Seal segments supported by fluid film developed

from hydrodynamic lift forces duc to rotation;

higher speed and pressure capabilit_ and longer life

than shaft-riding segmented seal: lower leakafe than

floating-ring seal: segments adjust to variations in
diameter and radial location.

Disadvantages

Leakage dependent on repeatability of the mating

ring position;rubbing surfaces may bc damaged

during wear-in wear or overheating inay occur iI

the mating ring position is not repeatable; ex-

cessive leakage or face overload may occur during

startup and shutdov,'t_ transicl_ts.

Higher leakage than face-contact-type seals: leakage

of liquids may be excessive because of hydrody-

namic liIt of the segments: limited to low pressure

because ot unbalanced pressure load: frictional torque

and h_rscpC, v,er losses zllc tli_ll conlpared with bal-

anced Iucc seal: coll_plc\ :_l_ctcritical construction;

relati_,cl\ high c_,;t.

ttighcr leakage ll_:ln ct_n_cntional segmented seal

difficult to prcdicl exact operating diameter; oper-

ating diameter n_ust bc repeatable overheating or

damage ma\ _ccur durine \year-in; machining toler-

ances more critical: complex and critical construction:

rclativel\ high cosl.

Higher leakage than shaft-riding segmented seal rubbing

coil tact d uring transicn t operation" conformation of

segments to mating rine surface critical: tolerances on

segment face critical Face geometry easily damaged by

rubbing contacl" Iiigh cost,

i I : >•



to

Circumferential floating-

ring controUed-gap

Circumferential clearance

labyrinth

Circumferential wear.in

labyrinth

23

24

25

Unlimited speed capability; high-pressure capa-

bility; negligible horsepower losses; negligible wear;

unlimited axial travel; wide temperature range

(-4230 to 1000°F); low clearance gap; simple con-

struction; less axial space; high refiability; effective

for liquids, gases, _d mixtures.

Consistent predictable leakage" maximum reliability;

un_ited speed, pressure, Ufe, and axial-travel

capab_ty; minimum horsepower losses; maximum

temperature range; no rubbing; materials not critical;

simple construction; low cost; wide temperature

range (423 ° to 1800°F).

Lower leakage than clearance labyrinth" high relia-

bility; unlimited speed, pressure, and life" materials

allow wear-ha for minimum clearance gap.

Higher leakage than segmented shaft seal; clear-

ance gap sensitive to temperature differential

between ring and shaft; clearance gap may be de-

creased by radial deflection of the ring caused by

differential pressure load; subject to fretting dam-

age.

High leakage; clearance gap must be large enough

to allow for mislocation tolerances and shaft

radial movements.

High leakage" torque may be high during wear4n"

transient temperature differentials may cause high

drag torque after wear-in; damage may occur during

wear-in" wear-in materials expensive.
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_ SEALING SURFACE

_ _ ___z_,_.w_s,_

i
/ _ RETAINER RING

CARRIER ASSEMBLY

SEALING RING (CARBON)

EPOXY-BONDED TO CARRIER

_ CARRIERRETAINER

WAVE SPRING

VIBRATION

DAMPER

BELLOWS

RETAINER RiNG

(a) LOQUID-OXYGEN SEAL (b) RP-1 SEAL

Figure !1. - Face-contact metal-bellows seal.

J'":'_'q'; ?'_ !?,L(]E: iS

_._%;&_2s,oe_ \ L ..,,p_ _iY t,f''='-" CUP (HOUSING}

Figure 12. - Face-contact plastic-lip seal.
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LOW PRESSURE

COIL COMPRESSION SPRING

SPRING GUIDE

00000

iO0 0 O0 0 0 0 0

HIGH

PR ESSU R E

HOUSING

PISTON RING SECONDARY SEAL

CARBON iNSERT SEAL NOSE

Figure 13. -- Face-contact piston-ring seal.

EAL RiNG (CARBON)

_ SPRING

L,x22:i:

SEAL RING (CARBON)

--PRESS FreT

_ ANTI ROTATION

GROOVES (2)

SPRING

"_"_ CUP

O-RING (SYNTHETIC

RUBBER)

SHELL

(a) V-PACKING ELASTOMER (b) O-RING ELASTOMER

Figure 14.- Face-contact elastomer seal.
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RECESSED PAD

EQUiLIBRiUM OF" P_u,_._ _4,_;_:_-_;-.;_-._
\

__ tow " i_ £o

UP PER LIMIT

ooooo 
,\_.._.-mmm._oooooooooooo_

-r-__- in__//_ .....

(a} PreSTON-RING SECONDARY ELEMENT

RECESSED PAD

EXTERNAL PRESSURIZING SOURCE-_
LIMIT

HIGH PRESSURE

[ •

LOW PRESSURE

LOWER LIMIT

L--EQUILIBRIUM HOUSING t.D. J

(b) BELLOWS SECONDARY ELEMENT

Figure 16. - Two configurations for an externally pressurized hydrostatic face sea[.
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SEAL FACE STOP (AFTER WEAR-IN)

H 0 US IN G

S P R IN G

o

ooooooo

PISTON RING

SECONDARY SEAL

CARBON INSEIRT SEAL NOSE

Figure 19. - Face contact/clearance seal.

CARBON R JNG _ _ W.ASHER

CARBON RING AS S_BLY--_. X /

DOWEL PIN_ _L. '_ _'./-WAVE SPRING

SNAP RING

C_ ! .... __ "-"GARTER SP RI:N:GS

D : I

SNAP RING (WAVE SPRING AND WASHER '___._'/.,_
REMOVED TO SHOW CARBON RING) _-

CARBON :RI NG ASSEMBLY

Figure 20.- Circumferential shaft-riding segmented seal.
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OglOIN ALP AGE IS

OF POOR QUALITY

GARTER SPRING

WASHER.

SPRING \ \
PIN BLOCKS_ \

\
DOWEL P ! N

/--- ARCH-BOUND

SE GM E NT S

Figure 21. - Circumferential shaft-riding arch-bound

segmented seal.

SHROUDED
RAYLIEGH STEP
PAD (TYP)

GARTER SPRING7

s,P \ \
PIN BLOCKS_ '

DOWEL PIN \

Figure 22. - Circumferential hydrodynamic segmented seal.
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i_ •

SCREWS

Figure 23. Circumferential floating-ring controlled-gap seal.

X__,. \,_,\#',l _ LABYR INTH

_- ROTOR

F_gure 24. - Circumferential clearance labyrinth seal.

----SUPPORT
RING

Figure 25. - Circumferential wear-in iabyrinth seal.
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2.2.2 Temperature Capability

Tile use of cryogenic fluids limits the choice of seal materials because the low temperatures

induce brittleness or loss of ductility: frequently temperature is the determining factor in

the selection of the seal type. The most successful type of seal for cryogenics has been the

face-contact welded bellows (fig. l 1). Face-contact seals with a plastic (Kel-F or Mylar) lip

secondary seal (fig. 12) also have been used successfully:however, their reliability generally

is lower. Metal-piston-ril_g secondary seals (fig. 13) are capable of operation at low

temperature: however, the greater leakage and drag of the piston ring may not be

acceptable. Shaft-riding segmented carbon seals (fig. 20) also have been used to seal

cryogenic liquids, but the leakage is significantly higher than that of face-contact seals, and

the segmented seals arc limited to lower pressure because of the toad induced by unbalanced

pressure.

High temperature of the sealed fluid normally is not a limiting factor in the selection of

turbopump seals, except as it is related to the cooling capacity of the seal rubbing faces.

Turbopump seals generally depend on the sealed fluid to dissipate the heat generated at the

seal face therefore, as the temperature of the fluid increases, the cooling capacity decreases.
High temperatures also limit the choice of seaI materials because of structural effects,

thermal degradation o/ the material properties, and oxidation. The maximum temperature

of the turbine hot gas in the seal area usually is less than 1000°F, a temperature that allows

the use of conventional hot-gas seals (e.g., segmented-carbon, floating-gap, labyrinth,

welded-bellows, and piston-ring types) if the heat generated at the seat interface can be
dissipated satisfactorily. Metal-bellows face seals with carbon inserts require sufficient

interference at the insert OD to ensure retention at high temperature (see. 2.3.2.5).

Severe temperature gradients through the seal system and across the seal assembly occur

when the cryogenic fluids and hot gases are sealed along the same shaft in adjacent areas.

Additional temperature gradients are caused by the heat generated at the seal interface.

Thermal stresses caused by differential expansion or contraction are minimized by using

materials with similar expanion/contraction rates and by allowing the deflections to occur

with a minimum amount of restraint. The thermal deflections are allowed for by making

initia! clearances sufficient to prevent excessive thermal interferences and by adjusting the

seal dimensions to compensate for the thermal deflections.

H

2.2.3 Speed Limitations

The surface speed of a rubbing-contact type of seal normally is Iimited by the heat

generation at the seal interface and the cooling capacity of the interface materials and

surrounding environment. The primary source of heat generation is the friction torque at

the seal interface caused by the contact load and fric'_ion of the interface rubbing materials.

Additional heat is generated by viscous shear of the sealed fluid: however, this heat nonnaily
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is not significant on turbopump rubbing-contact seals, which usually operate with boundaw
lubrication because of the low viscosity of cryogenic fluids. Rubbing-contact seals running

with more viscous fluids (RP-1 fuel, lube oii) generally operate with hydrodynamic

lubrication the heat generation due to viscous shear therefore becomes significant and is

considered.

The noncontact hydrodynamic and hydrostatic seals normally are not limited by surface

speed, because the seal face and rotating mating surface are separated by a fluid film
however, the heat generated by viscous shear must be considered, since it may !imit the

speed because of the sensitivity of the seal interface to thennai distortion. The higher
leakage rate of this type of seal normally provides adequate cooling capacity, particularly

with cryogenic fluids.

The rate of heat dissipation from the seal interface determines the resultant interface

temperature and is equal in importance to the heat generation rate in establishing the speed

limit. The analytical methods used to calculate the temperature profile and the_-mal
distortions in the seal face and mating ring are given in references 6 and 7.

The maximum allowable surface speed normally is established by the temperature limit at

the seal interface required to prevent thermal failure of the interface materials or structural

failure of the seal components and mating ring. In some cases, the limit may be established

by the temperature required to prevent vaporization or thermal decomposition of the sealed
fluid.

The structural loads on high-speed seals caused by centrifugal force also are considered,

because dynamic deflections of the mating-ring surface can adversely affect the interface

pressure profile. The centrifugal stresses may be significant on high-speed mating rings as a
result of the decrease in yield strength of some materials at high temperature. The thenna!

loads due to the rubbing-surface temperature gradient may also cause distortions of the seal
interface. Failure wili occur if the temperature gradient causes interface distortions and

results in higher contact loads teat compound the taeat generation problem.

The values for rubbing speeds in various seal applications in representative turbopumps are

shown in figure 27. The highest speeds (up to 450 ft/sec) are required on Iiquid and gaseous

hydrogen and hot-gas applications. With liquid oxygen and RP-1, rubbing speeds usually are

lower than 200 ft/sec.

The heat-generation rate on rubbing-contact seals is a direct function of the resultant

contact load (spring load plus pressure closing force minus pressure opening force),
coefficient of friction of tt_e rubbing materials, and the velocity of the rubbing surfaces, as

shown in the following equation
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Load-velocity relations have been established for turbopump seals on the basis of unit face

load (PV factor) and face load per unit circumferential length (FV factor). The FV factor is

proportional to the total rate of heat generation and is independent of face area. The PV
factor is proportionai to heat generation per unit area and is a better indication of

heat-transfer capacity. The FV relation is useful for maintaining practical limits and also is

convenient for relating the face load requirements to other design parameters (spring load,
secondary seal friction, inertia forces, pressure forces).

The values for FV (lbf/in. X ft/sec) and PV (lbf/in. 2 × ft/sec) factors for face-contact seals

in various applications in representative turbopumps are shown in figures 28 and 29.

2.2.4 Wear Life

The turbopump-seal life requirements in operational engines are tow (_ 2 hr) in comparison

with life requirements in the SSME (10 hr) and in most other applications (500 to 10 000

hr). Therefore, relatively high seal wear rates can be accepted and may be the only feasible

compromise for some of the more severe applications. The average wear rate of the carbon

sea! face on the liquid-oxygen and liquid-hydrogen seals in the J-2 turbopumps ranges from

0.005 to 0.010 in./hr. The variation in measured wear rates for the same type of seals may
be as much as -+ 100 percent.

Allowance is made for the high wear rate by designing the seal contact face with sufficient

height to wear away while continuing to maintain an effective seal for the required 1ire. The

carbon nose height on most turbopump seals is approximately 0.050 in., which would

provide a minimum wear life of 2.5 hours at a maximum wear rate of 0.020 in./hr. Usually,

it is not practical to obtain longer wear life by using greater nose heights, because of the

structural weakness and distortion of the relatively thin cylindrical sections at high
pressures. Also, it may not be feasible to design the seaI with sufficient axial travel to allow

for the additionai movement required to compensate for greater sea1 face wear.

Seal wear life of more than t0 hours in liquid oxygen has been demonstrated on a

combination hydrodynamic and rubbing-contact face seal (table I). The seal face was

grooved to provide additional hydrodynamic lift at high speed to reduce the face contact

load. The hydrodynamic/hydrostatic noncontact seals potentially are capable of much
greater wear life; however, the reliability of hydrodynamic/hydrostatic seals has not been

demonstrated with rocket engine propellants. Noncontact types of seals are considered for

turbopump applications that require a wear life greater than approximately 4 hours, except
when the PV factor is low and good lubrication is available.

The wear life of rotating seal faces is highly dependent on the !ubrication available at the

seal interface. Fluids such as RP-1 and lube oil, which are capable of deveioping

hydrodynamic lubrication at the seat interface, make possible re!ativety iong wear life.
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Cryogenic fluids such as liquid oxygen and liquid hydrogen normally do not develop
hydrodynamic lubrication or fluid-film interface separation, because of the low viscosity

and change of fluid state (liquid to vapor) across the seal interface. Therefore, rubbing

contact generally exists, with boundary lubrication or self-lubrication from a film deposited
on the mating surface. The wear rate may be a function of the oxide film that forms on

most metals exposed to oxygen and moisture. Considerably better wear rates are obtained

by selecting material combinations that utilize the chemical properties of the sealed fluids to
assist in the formation of a seif-lubricating film at the seal interface.

It is generally accepted that seal face wear rate increases with face contact load. The wear

phenomenon generally is explained as caused by adhesion and shearing of the
contact-surface microasperities; therefore, higher wear at greater contact load would be

theoretically correct because of the larger shearing forces of the additional asperities that
would be in contact as a result of additional surface deformation. This relation wouid not

necessarily apply when hydrodynamic lubrication exists; therefore, many experimental

results indicate no correlation of wear and face load within the ranges evaluated. The general

practice is to compromise other requirements and design for minimum face load when
longer life is required.

,.

The effect of rubbing speed on wear rate, when converted to wear per distance traveled,

does not appear to be significant, except for the effects of the resultant surface-temperature

increase. The primary effect of higher speed is to increase the heat-generation rate. The
design objective for long-life seals is to minimize the PV factor.

Most wear and friction measurements on carbon materials in cryogenic fluids or dry

conditions indicate a significantly higher wear rate and coefficient of friction during the
initial run-in period. This phenomenon has been observed in turbopump seal tests and

generally is explained as caused by the self-lubricating qualities of the carbon film that is

deposited on the mating surface during the run-in period. The wear rate is high during
%rmation of the carbon film and gradually tapers off as the self-lubricating film is formed.

Materials in rubbing contact that do not form a se!f-lubricat]ng film continue to wear at the
high initial rate.

2.2.5 Leakage

Turbopump seals are selected and designed for the minimum possible leakage consistent

with the required operating conditions. Generally, the operating conditions are the fixed

parameters that contro! the design, and leakage is the resulting variable. The most important

co_sideration is reiiabte operation, and in severe applications, seals designed for minimum

leakage may fail prematurely because of overheating. High-speed seals may require high

leakage rates to provide cooling of the seal interface. Provision for the higher leakages

usually can be made with proper design of the seal system.
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Rubbing-contact seals with low-speed, low-pressure, and short-life requirements may utilize

high spring loads and large pressure-balance ratios to ensure a high face-contact load for

minimum leakage; however, as the speed and life requirements increase, the face-contact

load must decrease until the point is reached where face separation occurs or until a
controlled clearance is maintained at the seal interface. The seal leakage increases as the

face-contact load decreases or as the face separation increases, as a result of the larger

effective leakage path. The effects of thermal, pressure, and centrifugal distortions of the

seal interface may have more influence on leakage than the contact load. In some cases,

lower leakage may result from a lower face-contact load, because less thermal distortion is

caused by heat generation at the seal interface.

Seals designed for minimum cryogenic fluid leakage normally are face-contact
welded-bellows types with the maximum face-contact load allowed by the load-velocity

relations for specific materials and fluids. For less severe temperature applications (-65 ° to

500°F), elastomeric secondary seals may be selected instead of the welded-bellows

component. A thorough heat-transfer and stress analysis of the seal face and mating ring

usually is performed to minimize seal interface distortions that can cause excessive leakage.

Effective sealing at load-velocity-life relations greater than those allowed by the current
state of the art for rubbing-contact seals may require hydrostatic or hydrodynamic seals.

The other noncontact seal types (e.g., floating ring and labyrinth) normally will not provide

adequate control of leakage for a primary liquid application but may be satisfactory in
hot-gas applications or in situations where a backup seal to control leakage can be provided.

Various theoretical methods to predict seal leakage have been developed, ideal conditions

being assumed. Most ieakage theory is based on steady-state laminar flow through very small
uniform flow channets with full fluid/film interface separation. Experimental studies have

indicated reasonable correlation with the theory when the variables are known and

adequately controlled. However, the variables are much more difficult to control on rocket

engine turbopump seals because of the extreme thermal gradients and two-phase fluid
conditions; therefore, the theoretical relations must be supplemented with empirical data

for practical solution.

Theoretical prediction of seal leakage requires knowledge of the leakage-path geometry and
fluid condition. The geometry of rubbing-contact seals usually is altered by the wear

process; therefore, any predictions based on initial surface measurements are not valid after
wear-in. Also, the effect of them_al distortion on cryogenic seals generally is much greater

than the effect caused by the normal variation of surface finishes. Experimental
measurements have indicated that the effects of thermal distortion due to chilldown to

-320°F can increase the static leakage rate by as much as 500 percent. Additional interface

thermal distortion caused by heat generation would be expected during high-speed rotation.

As noted, rubbing-surface temperatures in excess of 1000°F have been measured on

liquid-oxygen seals where the fluid environment was a_ - 297°K.
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The condition of cryogenicfluids at the sealinterfacerarelyis knownwith anyaccuracy,
andbecauseof heattransferfrom therubbingsurface,thefluid usuallychangesfrom partial
liquid to vapor asit flowsacrossthe interface.Becausetheleakageis proportionalto the
fluid viscosityand density, the differencebetween liquid and vapor is significant. The

viscosity variation with pressure and temperature is given for oxygen in figure 30 and for

para-hydrogen in figure 31. The vaporization process may create higher pressure regions

across the seal interface and thereby affect the pressure profile. The flow process can change
from laminar incompressible-liquid flow to compressible-gas choked or turbulent flow.

The theoretical methods for predicting seal leakage are discussed in reference 8. F!ow

regimes ranging from molecuIar flow to taminar flow are discussed for liquids and gases. An

empirical relation between initial surface geometry measurements and static-leakage-path
effective gap is established.

A more sophisticated theoretical approach for predicting seal leakage, which considers the
effects of misaligned sea! faces, interface waviness, fluid inertial forces, and interface fluid

film cavitation, is presented in reference 9. The analysis assumes a full /luid film within the

interface clearance space and a known leakage-path effective gap. Theoretical methods are

presented for predicting leakage in the turbuIent-flow regim.e and in tile extended regions of
the laminar-flow regime. The effects of rotationally induced turbulence are discussed. This

theory applies to most high-pressure seals for cryogenic propellants because ot; the high
leakage rates, high speeds, and low fluid viscosity.

The flow regimes for leakage are defined by either the Reynolds number or the molecular

mean free path, as shown in figure 3 2. The flow regime must be established to determine the

applicable theoretical leakage relationship. Because the leakage flow is required for the

Reynolds number calculation, it is necessary to assume a flow regime and iterate the leakage
and Reynolds number calculations.

The molecular regime exists when the molecular mean free path is equal to o1 greater than

the effective leakage gap. As the leakage gap is increased relative to the mean free path, the
flow enters the transition regime. This regime is the combination of molecular and laminar

(ref. I0). The laminar regime is entered when the leakage gap is increased to the point where
molecular collisions with the wail are no longer significant. The transition from laminar to

turbulent flow may be caused by either increased leakage or higher rotational speeds.
Rotationally induced turbulence may cause the otherwise laminar leakage to become
turbulent (ref. 9).

The flow regime criteria are summarized below (refs. 8 through 1 i)

X
Molecular regime _ >_ 1.0
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= mean free path

h = effective leakage gap

Re = 2000 (rotational)

Re = 1000 (leakage)

LAMINAR FLOW

-= 0.01
h

I// TURBULENT

/
/

I
I

I

TRANSmT1ON FLOW

(MOLECULAR AND
LAMINAR)

MOLECULAR FLOW

SEAL AVERAGE CLEARANCE

Figure 32.- Flow regimes in seal leakage.
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Transition regime
X

= 1.0 to 0.01

X
Laminar regime" _ _< 0.01

Leakage Re _< 1000

Rotational Re _< 20.00

Turbulent regime

Leakage Re >_ 1000

Rotational Re >_ 2000

The Reynolds number is defined by the following equations (refs. 8 through 11)

where

Leakage Re-
UE_ Q_ @

_rd_, 7rd/a

¥ h 2_r NF hRotational Re- _a)._ _
p p

(3)

(4)

X- molecular mean free path at average pressure, in.

h- effective leakage gap, in.

U - leakage flow velocity, in./sec

v - kinematic viscosity, in. 2/sec

- viscosity, lbm/in.-sec

Q - volume flowrate, in. 3/sec

w- weight flowrate, lbm/sec

d- seal face average diameter, in.
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7- seal face average radius, in.

co - angular velocity, rad/sec

N rotational speed, rev/sec

Molecular flow. -The molecular regime in general does not apply to turbopump seals

because the effective leakage gap is relatively large. The molecular mean free path of liquids

generally is sufficiently short to ensure flow beyond the molecular regime for most practical

seals therefore, the theory presented is for compressible-fluid flow.

The leakage flow for compressible gas is given by the following equation (ref. 8)

Jm

0.532 X P (P2 - P1 ) bh2
w - (5)

RTbt a L

where

-P - average pressure, (P1 + P2 )/2, psia

P2 - upstream pressure, psia

P -downstream pressure, psia
l

- seal face average circumferential length, in.

R - specific gas constant, (in.-lbf)/(lbm-°R)

T- absolute temperature, °R

#_ - absolute viscosity, lbf-sec/in. 2

L- seal face radial length, in.

Transition flow.- The transition regime generally applies to turbopump seals onty for

leakage of low-pressure compressible gas under static conditions. The leakage in this regime

is equal to the sum of the laminar flow and the molecular flow. The molecular correction
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usually is negligible and may be neglected in the upper region of the transition regime. The

leakage flow for compressible gas is given by the following equation (ref. 8)

@- @laminar -k @molecular

m m

bh a (p22 _ p2) 0.532 X P (P2 - P1 ) bh2
= + (6a)

24RT/4 a L RT/4 a L

With simplified arrangement of tenns

)- 24RT/4 a L 1 + 6.38 _X fob)

Laminar compressible flow. The laminar compressible-flow relation applies to

low-pressure gas and cryogenic-fluid leakage. Low-pressure and low-*lowrate cryogenic fluids

generally will vaporize before entering the sea! interface; therefore, the flow process is best
described by compressible theory. The leakage flow can become choked at the exit for

pressure ratios greater than about 4:1 (A!]h > 100). An approximate quasi-one-dimensional

analytical model that considers the inertia terms has been constructed for analysis of

compressible choked flow across a sealing dam (ref. 12). The leakage for subsonic flow is
given by the following equation (ref. 8):

bh a (P22 - P21)

24RT/2 a L
{7)

Laminar liquid flow without inertia.- The theory of laminar liquid /low without inertia

generally is satisfactory for predicting most low-speed or static liquid leakage. Cryogenic

fluids at medium pressure (_ 200 psi) generally fall into this regime. The radial leakage flow
is given by the following equation (ref. 8)

prrh3 {P2 - P1 )
@ - (8)

6 Ata ln(r 2 ,/r 1)
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Turbulent liquid flow with inertia. The rotational Reynolds number (fcoh/v) indicates

that rotationally induced turbulence will exist on most cryogenic turbopump seals because

of the low fluid viscosity. The radial leakage flow with rotational induced turbulence is
given by the following equation (adptd. from ref. 9):

@- 161,o
1"19 Pr 1 - Pr2 + 0.512 Pm --

(3/4 3/4)/aa co 1.333 r_ -r 2
(11)

Empirical data.- Reasonable estimates of dynamic leakage of face-contact seals for

cryogenics may be obtained by utilizing either the laminar-flow-with-inertia or the

turbulent-flow-without-inertia theory (depending on the Reynolds number), with the

assumptions of liquid conditions and a leakage path effective gap of approximately 200
microinches (h _ 200 gin.) This assumption allows for the normal thermal distortions that

generally occur on conventional turbopump cryogenic seals; it results in calculated leakage

rates that are in the approximate range of most measured values. A smaller effective gap (h

100 gin.) is possible on designs that compensate for the major thermal effects. A larger
effective gap (up to h _ 400/ain.) may result if the thermal gradients are extreme or if the

effects of thermal distortion are not adequately considered in the design. When two-phase
fluid conditions exist, a leakage range can be estimated by calculating the leakage based on

both liquid and gas conditions.

An empirical relation for estimating static leakage of liquid hydrogen at low pressure (60

psig) is presented in reference 13. A leakage parameter for carbon face-contact seals based

on face geometry was obtained from a correlation of transition flow theory and

experimental test results. The results indicate that a leakage path effective gap of
approximately 25 to 50/ain. may be assumed for predicting static cryogenic leakage of solid

carbon ring seals. An effective gap of 50 to 100 gin. should be assumed for seal-ring-insert
designs, because of the additional thermal distortions.

Additional emprical relations for correlating gaseous helium static leakage on new and used

carbon face seals with static leakage of liquid hydrogen and liquid oxygen are presented in

references 14 and 15. The relations were established to allow prediction of static leakage of

propellant on the J-2 engine.

2.2.6 M isalignment Tolerances

The alignment of the rotating mating surface and the stationary seal nosepiece is more
critical on high-speed seals because of the larger forces required to compensate for the

inertia effects and ensure adequate dynamic response or tracking of the nosepiece.
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Turbopumphardwaregenerallyis machinedwith precisiontolerancesto maintain initial
installationalignment.

The dynamicloadingon the rotating shaft and the pump casingsusuallyis veryhigh in
comparisonwith that in mostotherapplications.Therefore,the initial alignmentsusually
arealteredby the dynamicdeflections.Theeffectof the deflectionscanbeminimizedby
locatingthesealascloselyaspossibleto theshaftbearingsupport.

The sealdesignmustcompensatefor themisalignmentsif theperformancerequirementsare
to besatisfied.The effectsof tolerancevariations,dynamicdeflections,thermalexpansions
and contractions,shafttransientmovements,andsealfacewearon axialoperatinglength,
radiallocation,matingsurfacenormality,parallelism,eccentricity,wobble,andrunoutmust
beconsidered.

2.2.6.1 AXIAL OPERATING LENGTH

Shaft-riding seals (e.g., segmented carbon and floating ring) are used when the variation in

axial operating length is greater than the travel capability of face-contact seals. The travel

limit of a face seal is dependent on the axial space available and generally is established by

the bellows or spring ioad variation or stress level. Allowable travel can be increased by using

longer, lower-rate springs. Turbopump face seals usually are limited by available space to an
axial travel of approximately +_0.015 in. in small sizes ( 1-in. diameter), +0.050 in. in medium

sizes (3- to 6-in. diameter), and _+0.100 in. in large sizes ( 10-in. diameter).

2.2.6.2 RADIAL LOCATION

The radial location of tile seal face relative to the center of rotation is held within

approximately 0.002 in./in, of diameter on high-speed face seals in order to prevent
excessive wiping action on the seal face. The effect of the wiping action is controversial. It

may cause leakage or additional face wear by shifting the wear track. It may improve the

heart dissipation capacity by exposing a portion of the rubbing surface to the sealed fluid at
each revolution. The radial location of shaft-riding seals does not affect performance, but is

generally held within approximately 0.0.05 in./in, of diameter because of internal clearances.

2.2.6.3 MATING SURFACE NORMALITY

In high-speed (> l0 000 rpm) seals, the normaiity of the seal mating surface to the axis oI"

rotation generally is maintained within 0.0001 in./in, of diameter (total indicator

reading- T.I.R.) to prevent excessive mating-ring wobble. Wobble of the mating ring at high

speed results in excessive face loading because of the inertia of the stationary nosepiece as it
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eliminates the stick-slip condition. Therefore, the rubbing-material combination and type of

sealed or coolant tluid have a great effect on self-excited seal vibration.

Seal vibration can be controlled by designing the seal to avoid tile major resonant

frequencies of the turbopump and by providing seal vibration dampers. The general practice
is to design the seal for a natural frequency that is higher than any expected on the

turbopump this practice prevents resonant seal vibration excited by the turbopump or

engine operation. Mechanical-friction vibration dampers are provided at the seal face outside
diameter and at the bellows component outside diameter (fig. 1 1) to limit the amplitude of
the self-excited vibration modes. Some experiments have indicated that effective damping at

either location will prevent both vibration modes. The friction drag force required for

effective vibration damping of turbopump-type welded-bellows seats is approximate!y 5 to

10 percent of the seal spring load.

The secondary-seal friction drag on conventional elastomer, piston-ring, and lip seals

generally will provide effective vibration damping. Surging of the seal loading springs has not

been a significant problem; therefore, spring dampers usually are not provided.

2.2.8 Contamination Allowances

Rocket engine fluid systems usually are cleaned and fi!tered, filters in the !0 to 100/a range

being used; also, the turbopump shaft seals are protected from atmospheric dirt. Therefore,

foreign-particle contamination is not a serious problem, and special protection systems (e.g.,
neutral fluid injection, buffer zones, centrifugal separators, slingers) ordinariiy are not

utilized. However, many turbopump shaft seals are located in sump areas that tend to

collect foreign-particle settlings (metat filings, machine chips, weld slag, braze flux, wear

debris from other components). The sensitivity of the seal to foreign-particle damage must
be considered in the effort to achieve high reliability. A seal that is not capable of operating

with a sma11 amount of foreign-particle contamination would not be practical for most

turbopump applications.

Rubbing-contact carbon face seals have demonstrated satisfactory reliabiiity when exposed

to the foreign particles normally found in turbopump systems. The particles generally are

too large to enter between the rubbing surfaces, and little damage from scoring or gouging
of the seal face occurs. However, the particles tend to congregate in the secondary seal area

and cause malfunctions as a result of hangup and leakage. Plastic-lip secondary seals tend to

wear and become gouged, the result being excessive leakage. Aiso, foreign particles tend

to become lodged in the plastic, and the abrasive action scores the mating surface. The same

problem exists to a lesser extent on eiastomer secondary seals. Piston-ring secondary seals
also are subject to abrasive damage from foreign particles. The most reliable secondary

dement for abrasive service is the bellows seal.
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2.2.9.2 FLANGE SEALS

Many flange gasket materials tend to shrink away from the mating surfaces at low

temperature. The reduced seating stress may result in excessive leakage. The gasket seating
stress can be maintained by spring loading the gasket or the flange to compensate for the

dimensional change. The conventional elastomer O-rings (Teflon, Buna, Viton) are not

satisfactory below about -100°F because of excessive thermal-contraction differentia1 and

insufficient resiliency to compensate for the dimensional change.

Generally it is more satisfactory to locate the static seal on an axial surface rather than in
the radial direction because of the greatly increased difficulty of sealing at low temperature.

Axial seals can be clamped across a thin section to minimize the dimensional change caused

by thermal contraction. Low-temperature gaskets are made as thin as possible. The most
effective static seals for extreme temperatures are the metallic spring-loaded

pressure-actuated types. Elastic deflection of the seal provides the necessary resiiiency to

compensate for dimensional variations at the sealing joint. The seal seating stress is increased
at higher pressures for more effective sealing by the inherent pressure loading feature. The
all-metal construction allows the sea! to be used with reactive and corrosive propeIlants at

temperatures from -423°F to1500°F. The seals usually are plated with a sorer material

(copper, silver, gold_ Kel-F, Teflon) to improve the compliance to irregular surfaces and

reduce the required seating stress.

2.2.9.3 FLANGE LOADING

The required flange load is determined by the seating stress for gaskets and the load to
deflect the elastic members for spring-loaded seals. The effect of thermal changes and

pressure loading on the flange is taken into account to ensure adequate load control at the

extremes of operation. The thermal changes and pressure-separating force on the flange
must not reduce the flange preload below the minimum seating stress required for effective

sealing. When possible, the flange is designed to cause the pressure force to increase the

flange seating stress. The effect of thennal contraction can be used to increase the gasket

seating stress by utilizing material combinations that result in more shrinkage in the loading
members than in the seal element. Bolts that shrink more than the flange generally will

compensate for the shrinkage of thin (0.005 to 0.015 in.) gaskets.

The seal flange can be effective!y spring loaded by the use of several small-diameter

long-length bolts for clamping. The elastic elongation caused by bolt preload generally is

sufficient to compensate for gasket shrinkage. Low-temperature gaskets are loaded by elastic

members to prevent loss of preload due to thermal contraction. The use of large ring nuts to

clamp gasket flanges is avoided because of the iow eiastic elongation and the nonuniform

loading caused by the nut surface not being exactly parallel to the seal surface. Several small
bolts around the flange wi!l provide more uniform loading without precision tolerances.
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2.2.9.4 SHIMS

In most turbopumps, the seal axial operating length must be adjusted by using shims to

position the seal or mating ring. The tolerance stackup between the stationary mounting

surface and the rotating mating surface generally is too large to allow installation of the seal

without shims. Most turbopump face seals are installed to a tolerance of-+0.005 to 0.010 in.

Usually the shim is combined with the flange gasket to provide the static seal; therefore, the

shim must satisfy the gasket requirements previously discussed. Gasket shims often are
ground metal washers of various thicknesses with narrow contact lands around the inner and

outer edges to increase the seating stress. The shims generally are coated with a softer

material (copper, silver, gold, Kel-F, Teflon) to provide more effective static sealing. Shims

also are constructed with recessed grooves to allow the use of spring-loaded,
pressure-actuated static seals (fig. 7). Bonded laminated shims usually are not satisfactory as

gaskets because of the irregular seating surface and leakage between the laminations.
Laminated shims have been used between asbestos rubber gaskets in liquid oxygen on the

H-1 turbopumps (fig. 5); however, leakage occurred, and the later designs were changed to
either ground metal washers or spring-loaded seals.

2.2.9.5 PROVISION FOR SEAL REMOVAL

Seals frequently become stuck or wedged in the pump housings as a result of distortion or

yielding of the pilots. Considerable difficulty is avoided by use of special pulling tools to
assist in seat removat.

2.2.9.6 LOCKING DEVICES

The bolts or nuts used to mount the seal are securely locked to prevent loosening and

backing out. A loose bolt or nut in a liquid oxygen system can result in a pump explosion
caused by ignition of the rubbing metal. When possible, bolts and nuts are trapped in

position by the adjacent hardware.

2.2.9.7 MATING-RING MOUNTING

Excessive seal leakage due to mating-ring distortion can result from improper mating-ring

mounting. Free-floating nonloaded mating rings are preferred for minimizing distortions

from the clamping forces; however, this method general!y is not feasible at cryogenic

temperatures because of the difficulty of sealing around a free-floating ring. Therefore, most

cryogenic mating rings are clamped axiatly along the turbopump shaft. The distortions due

to the clamping !oads are minimized by ensuring that the mating surfaces are flat and
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Table III.- Summary of Materials Currently Used for Turbopump Rotating-Shaft Seals

Grl
(3x

Fluid

Liquid

Oxygen

Liquid

Fluorine

FLOX :

30g Fluorine

70g Oxygen

Nitrogen

Tetroxide

Liquid

Hydrogen

50% Hydrazine

50% UDMH

RP- 1

Hot Gas

LOX + LII2

1000°F Max.

Hot Gas

LOX + RP-I

1000°F Max.

Face combinations

(nose - mate) @

Carbon P692-Chrome

Carbon PSN-Chrome

Carbon P5N-LW5

Carbon 5AG-Chrome

Mating-

ring base

KI62B-KI62B

A1203.A1
03-KI62B

A12 203

KI62B-KI62B

Carbon EYI05-LW5 321

Carbon P5N-Chrome

Carbon 5AG-Chrome

4130

Inconel 750

Inconel 718

440C

KI62B

Inconel 750

Inconel 718

KI62B

Inconel 750

Inconel 718

Secondary

seal

Kel-F

Mylar

©

KeI-F

©
©

Bellows

347

Inconel 750

Inconel 718

Inconel 750

Inconel 718

Inconel 750

Inconel 718

N.I 350

Inconel 750

Inconel 718

Housing and

structural

elements

302

303

304

321

Inconel 750

Inconel 718

Inconel 600

Invar 36

Carpenter 42

Inconel 750

Inconel 718

321

347

@

Insert

adhesive

Epon 901/B5

Teflon Fusion

©

Carbon P03N-LW5

Carbon EY105- LW5

Carbon G39-Chrome

Carbon CCA72-Chrome

310

321

4130

4340

440C

©
Viton A

Buna N

AM 350

AM 350

Carbon P5N-Chrome

Carbon G84-Chrome

Carbon P2003-Chrome

Carbon G84-Chrome

Carbon G84-LWI

Listed in order of preference

Data not available

Same as for liquid oxygen

Inconel 750

Inconel 718

4130

4340

440C

© Inconel 750

Inconel 718

AM 350

347

Teflon Fusion

300

Aluminum

Inconel 750

Inconel 718

Inconel 600

© Inconel 750
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I'ailure mode for carbons exposed to high rubbing-surface temperatures (_ 500 to 1000°F)
in liquid oxygen is generally cracking and breakage caused by thermal stresses and chemical

erosion. Impact tests of carbon (P5N, P692, P03N) in liquid oxygen at energy levels of 70
ft-!bf resulted in the carbon being pulverized without any reactions. Carbonaceous materials

are not used in liquid fluorine because of lack of compatibility and instances of explosive

reactions. Hygroscopic carbons (i.e., those that tend to absorb water) are not used in

cryogenic service because of possible freezing.

Plastics. Plastic _naterials (Ket-F, Teflon, Myiar) have demonstrated adequate resistance to

oxidation and ignition both during rubbing contact at fluid pressures up to i000 psi and

impact (70 ft-lbf) tests in liquid oxygen. The compatibility at very high fluid pressures

(5000 psi) may be marginal. The plastic materials are not compatible with stronger oxidizers

such as liquid fluorine. The compatibility of Mylar is marginal in liquid oxygen at impact

energy levels in excess of 70 ft-lbf. Detonations have occurred during impact tests at energy

levels of 80 ft-lbf; however, no known reactions have occurred during liquid oxygen testing
on lip seals or gaskets. Plastic materials generally are not used below -320 ° or above 600°F.

Elastomers.- Elastomeric materials (e.g., Viton A and Buna-N) are not useful with

cryogenic propellants because they lack elongation and resiliency at low temperature (<
65°F). These materials are not satisfactory above approximately 500°F because of thermal

degradation. Chemical compatibility is a problem with some propeliants. The effects of
shrinkage and swelling of elastomeric materials in some propellants must be considered.

Some elastomeric materials are subject to surface deterioration caused by high ozone

content in atmospheric air: Viton A is resistant to deterioration by ozone. Most elastomeric

materials, except Viton A, are age-limited and require replacement after specific time

periods from the ct_re date. Viton A generally is used for turbopump RP-i and lubricating
oil seals.

Adhesives. - The compatibility of epoxy adhesives with liquid oxygen is marginal. Impact

tests have indicated that reactions will occur at impact energy levels in excess of 2 kg-m

(t4.46 lbf-ftl. Epon 901/B3 is the most nearly compatible epoxy adhesive available and has

been used successfully to bond carbon inserts to metal carriers on the J-2 liquid oxygen

seals. The only other bonding method satisfactory in liquid oxygen is Teflon fusion

bonding, which is compatible with liquid oxygen but is not as strong or as consistent as
epoxy adl_csives. Epoxy adhesives are not used in liquid oxygen unless the bonded surfaces

arc protected from direct contact with the circulating fluid and there is no possibility of

llig]l-cncrgy ilnpact loads or rubbing contact. No adhesive bonding methods compatible with
liquid lluorinc are known.

('cramics and corrects.- The ceramic and cermet materials (aluminum oxide, titanium

carbide, tungsten carbide, tungsten/chromium carbide) are among the most inert and

oxidation-resistant materials available; therefore, they are generally used when chemicat

compatibility, reactive oxidizers, or high-temperature oxidizing environments are a probIem.
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The ceramics
environments.

are used at temperaturesup to approximately 2000°F in oxidizing

2.3.1.2 CORROSION

Corrosion protection usually is provided by utilizing corrosion-resistant materials (stainless

steels and nickel-base alloys) for seal construction. Chromium and cadmium plating are used

to protect ferrous metals (e.g., 4130 and 4340) in mildly corrosive environments such as
liquid oxygen, RP-I, lube oil, and (LOX + RP-1) hot gas;however, plating will not provide

adequate protection when moisture is present in hydrogen or fluorine environments,

particularly at high temperatures. The base metal must be corrosion resistant to prevent
corrosion underneath the plating due to plating porosity. The hot gas generated by the

combustion of liquid oxygen and liquid hydrogen (hydrogen-rich steam: H2 + H20) will

corrode stainless steel through hard-chrome plate.

The electrolytic action caused by the combination of free hydrogen, moisture, and heat
results in excessive corrosive pitting of the 300- and 400-series stainless steels if

foreign-particle contaminants are present on the metal surface. This problem was solved on
the seals on the J-2 engine by utilizing Inconel alloys (600, X-750, and 718).

The combustion of hydrogen and fluorine or the presence of moisture in fluorine will

produce hydrofluoric acid (HF), which is very corrosive to aluminum alloys, ferrous metals,
and 400-series stainless steels. The 300-series stainless steels arc satisfactou for dry HF but

not /'or wet }iF. The nickel-base alloys, copper, chromium, and carbon P5N appear to be

satisfactory /'or both wet and dry HF.

2.3.1.3 HYDROGEN EMBRITTLEMENT

Structural elements in hydrogen environments may experience brittle-fracture faitures under

load as a result of hydrogen embrittlement of the metal. The embrittlement may be caused

by reaction of hydrogen with the metal constituents or by absorption of hydrogen by the
me(a1. The nickel-base and Monel alloys appear to be affected by hydrogen embrittlement in

hydrogen environments at temperatures above approximately -200°F. The nickel-base

alloys (Inconel X-750, Inconel 718) are satisfactory for use in hydrogen environments at

temperatures below approximately -200°F, provided the proper heat treatment is used.

Hydrogen embrittlement has not been a problem with the Inconel X-750 welded-metal
bellows seals used on the J-2 liquid hydrogen turbopumps. Aluminum and copper alloys are
not affected. The stable stainless steels (those that remain austenitic and (to not transform

to martensite during deformation: 310, 316, 347, A286) are resistant to hydrogen

embrittlement and generally arc used in hydrogen environments above-200°F. Additional

discussion of hydrogc_ cmbrittlcmcnt may be fouad in references 2i and 22.
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wear and friction are discussed in reference 27. The factors that affect wear and friction of

carbon materials are discussed in reference 28. The wear and friction of carbon materials in

!iquid nitrogen and hydrogen are discussed in reference 29.

2.3.1.6 CL EAN ilN G

Parts exposed to strong oxidizers such as liquid oxygen and liquid fluorine must be

thoroughly cleaned to remove aI1 traces of hydrocarbon contamination prior to exposure.

Seals to be used in oxidizers are specifically designed for ease of cleaning. The individual

components are cleaned and are maintained in a clean condition prior to assembly. The

cleaning process generally consists of rough cleaning by brushing in trichloroethylene, then

hot vapor degreasing or ultrasonic cleaning or both. The cleaned parts are sealed in a plastic

bag for protection until ready for assembly. The final cleaning and assembly usually are
accomplished in a controlled-atmosphere white room (ref. i9).

To ensure compatibility with liquid oxidizers, seal faces that are lapped with diamond or

silicon compounds suspended in mineral-oil bases must be thoroughly cleaned by brushing
and ultrasonic cleaning in trichloroethytene. However, even with this technique, it may not

be possible to completely remove the contamination from soft or porous materials. For a

Bearium B-10 seal intended for use in liquid fluorine, the lapping medium was changed to
aluminum oxide particles suspended in trichloroethylene to prevent surface reactions.

Carbonaceous materials for oxidizer service are generally lapped dry on a clean lapping stone

and then wiped clean with a lint-free cloth moistened with trichloroethylene. Carbonaceous

materials generally are not cleaned by flushing in solvent because of the possibility of

reaction with the bonding agents used in some grades of graphite carbon. The carbon

wear-life may be decreased by exposure to cleaning solvents. Carbon used in oxidizer service
is machined either dry or in a compatible coolant.

2.3.1.7 PASSIVATiON

Materials to be exposed to liquid fluorine are passivated with gaseous fluorine prior to liquid

exposure to allow buildup of a protective fluoride film and to react any surface
contamination that may be present. The passivated surfaces must be protected from contact

with moisture to prevent its reaction with the fluoride fiIm (ref. 19).

2.3.2 Face-Contact-Seal Rubbing Elements

Four configurations for the rubbing element of a face-contact seal are shown in figure 36 a

solid seat ring (fig. 36(a)), a seal ring insert (fig. 36(b)), a lapped-joint seal ring (fig. 36(c)),

or spray-coated seal ring (fig. 36(d)). The seal-ring-insert configuration generally is used for
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turbopump seals because of the material requirements for the secondary element and
antirotation tangs. Seal materials satisfactory for rubbing contact cannot be welded to metal

bellows and may not have sufficient wear resistance for the secondary seal or impact
strength for the antirotation tangs. The lapped-joint seal ring is considered when distortion

of seal-insert retainer is a problem. The spray-coated seal face or solid seal ring
contigurations are preferred for the ceramic and cermet materials.

i,_<

2.3.2.1 SEAL FACE WIDTH

The seal face width generally is established by the structural and face-contact unit load

requirements additional factors are face distortion, heat-transfer capacity, pressure balance
and variation of interface pressure forces, hydrodynamic lift potential, wear, and leakage.

The current practice for relating face-contact-seal face width to face diameter is shown in

figure 37. The face width on current designs varies from 0.040 in. on a 0.615-in. diameter

seal to 0. i60 in. on a 10.142-in.-diameter seal. The diameter ratio (ID/OD) varies from 0.87

for the small seal to 0.97 for the large seal. Most commercial seals that operate with
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Figure 37. - Relation of face-contact-seal face width and diameter.
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hydrodynamic lubrication and negligible face distortion have wider seal faces (ID/OD

0.75 to 0.85) to reduce the contact unit load and to increase the hydrodynamic lift so that

face wear is reduced.

The seaI face width on high-speed cryogenic seals usually is a compromise among minimum

contact unit load, heat-transfer capacity, pressure-force balance, and the effects of face

distortion. Wider seal faces decrease the unit load but result in face distortion and greater

variation in interface pressure load. The variation of the average interface pressure profile

due to face distortions and fluid vaporization causes a larger force variation because of the

larger face area. Therefore, the closing force must be increased to prevent face separation at

the maximum interface pressure; this increase may result in face overload at minimum

interface pressures. The effects of face distortion are amplified on wider faces by the iarger

contact surface and greater temperature gradient across the face. The optimum face width

for pressure-force balance and minimum distortion effects would be a knife edge.

Increasing the face width decreases the heat generation per unit contact area and allows

more heat dissipation by conduction into the seal nose ring and rotating mating ring;

however, the heat dissipated by convection to the circulating sealed fluid decreases as the

face width is increased (refs. 6 and 7). Therefore, the optimum face width for heat transfer

is dependent on the re!ative cooling capacity of the heat flow paths. Since seals on cryogenic

turbopumps depend on the cooling capacity of the circulating fluids, the face widths

generally are narrower than those in most other applications.

The face-contact unit load can be decreased without increasing the sea! face width by adding

pressure-vented support pads (fig. 18(b)) around the seal face to assist in load support. The

support pads reduce the seal nose structural requirements and allow a narrow (0.030 in.)
seal face to be utilized for more precise balancing of the pressure forces. This concept is not

widely used for insert-type cryogenic seals because of the possibility of face separation and

excessive leakage caused by thermal distortions. The distortions may cause the seal face to

twist and be supported entirely by the pads. The concept has been used successti_lly in

gas-turbine engines and has a potential capability for turbine seals, provided that

compensation is made for the thermal distortions (e.g., centroid alignment, lapped joint, or

spray-coated or solid seal rings).

2.3.2.2 SEAL NOSE HEIGHT

The seal nose height (fig. 36(a)) is established by the structural requirements and the

allowance necessary for face wear. The stress level at the junction of the seat nose and the

base of the seal ring can become excessive as nose height is increased. Thermal stresses

develop as a result of the temperature gradient from the seal face to the base of the seal ring.

Bending and shear stresses result from the pressure deflection of the seal nose cylindrical

section and the deflections caused by interference between the seal insert and carrier.
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Seal-nose cross sections with a height-to-width ratio of 0.3 to 0.8 usually are employed oll
turbopump seals to minimize face distortions and nose stresses.

It is essential that the junctions of the nose OD and ID to the seat ring base (fig. 36(a)) be

provided with minimum filtet radius of 0.020 to 0.030 in. Without the fillet, nose breakage
may occur because of the stress-concentration factor at the sharp corner. It was necessary to

add the nose fillet on the H-1 and J-2 liquid-oxygen seals to eliminate failures. The edges of

the seal face are radiused 0.005 to 0.010 in. to eliminate edge chipping caused by corner
loading. Atl sharp corners on the seal ring are either chamfered or radiused.

The seal nose height used on current turbopump seals to provide for face wear ranges from
0.030 to 0.060 in. Turbopump seals are considered to be worn out when the nose is worn

within 0.010 in. of the seal ring base.

The seal ring base on seal inserts must be a minimum of 0.005 in. above the insert carrier

(fig. 36(b)) to prevent the carrier from rubbing the mating ring in the event of nose wearout

or breakage. This design feature is particularly important on liquid-oxidizer seals because of
the combustion hazard created by rubbing metals.

2.3.2.3 SEAL RING ANTIROTATION DEVICE

Because of balance requirements and centrifugal forces, high-speed (> !0 000 rpm) seals

generally incorporate stationary seal rings and rotating mating rings. The stationary seal ring

is prevented from rotating by antirotation tangs or drive lugs between the seal ring and
housing. Metal-bellows-type seals do not require antirotation devices, because of the

torsional rigidity of the bellows element. Antirotation tangs have been used as vibration

dampers on some bellows seals; however, the tang-to-slot clearances are very critical for the

tangs to be effective as a vibration damper without hanging up. Radial splines have also been

used for a combination antirotation device, seal pilot, and vibration damper.

Various arrangements of tangs, blocks, and pins that engage sIots have been used on

turbopump seals. Usually two tangs or blocks are located 180 ° apart with a sufficiently large

contact surface area to prevent indentations in the s!ots from the impact loads. The
tang-to-sIot clearance is minimized to reduce impact loads. Pins usuatly will wear an

indentation into the slots and thereby may restrict the axial movement. Also, high-impact
loads tend to loosen press-fit pins and may cause failure if the pins are not restrained. When

possible, the tang is made of material softer than the slot material to minimize axial hangup
from slot indentations. To prevent tang breakage on brittle materials such as carbon or

aluminum oxide, the antirotation slots are located in the seal ring. Radiused fillets are

provided at all corners. Materials resistant to fretting and galling are utilized for the
antirotation device.
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2.3.2.4 SEAL RiNG PILOT

Except for metal-bellows seals, which are located by the bellows element, seal rings are

piloted by the stationary housing to maintain radial alignment. The pilots usually are

located at the secondary seal to minimize the relative radial motion required for the seal.

The pilot length-to-diameter ratio must be small (_ 0.05 to 0.1) to allow angular

misatignmen[ of the seal face without interference at the pilot. Pilot diametrai clearances of

approximately 0.003 in./in, of diameter at operating conditions generally are adequate for

radial aiignment.

The pilot ciearance at ambient conditions is adjusted to compensate for the dimensional

changes caused by thermal contraction and pressure deflection. Close-fitting radial splines
that allow differential thermal contraction while maintainh_g radial alignment also have been

used to compensate for the dimensional changes at the seal ring pilot. The diametral
clearance of a 6-in. carbon seal ring in a stainless-steel housing decreases by 0.0t:5 in. at

320°F as a result of differential thermal contraction. The pilot clearance may be decreased

further if the seal housin_g is installed in an atuminum pump casing that is strong enough to

deflect the seal housing at the higher thermal contraction rate of aluminum. The same

considerations apply to other radial c!earances.

Turbopump seal pilots are subjected to high impact and vibration loads that can cause

fretting damage. Hard-chrome plating has been effectively utilized to eliminate this kind of

damage.

2.3.2.5 SEAL INSERT RETENTION

Seal ring inserts generally are retained in the carrier with an interference fit and adhesive
bond. The amount of interference depends on the required operating temperature, the

relative coefficients of contraction and expansion, modulus of elasticity, and allowable

stress level. Sea1 insert materials usually are strong in compression and weak in tension;

therefore, the inserts arc maintained in compressive hoop stress with the interference at the
OD of the insert. Carbonaceous materials generally have a low modulus of elasticity (1.5 to

3.0 X !06 psi) and therefore may be installed with relative!y large interference fits (0.003 to

0.006 in./in, of seal diameter). The ceramic and cermet materials are limited to lower
interferences because of the high modulus of elasticity (50 to 60 X 106 psi).

The seal insert materials contract and expand less than most steel alloys; therefore, the

effect of the maximum operating temperature range (including the temperature increase

generated by friction) on the interference fit and stress 1eve! is considered. Special steeis
with low contraction and expansion rates (Invar 36, Carpenter 42, molybdenum steel) may
be utilized to minimize the change of insert interference with temperature. Heat-transfer

calculations or estimates of operating temperatures are made to ensure that adequate
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Figure 38. - Method for reducing pressure separating force between seal insert and carrier

for seals with higher pressure at the inside diameter.

2.3.2.7 INSERT DISTORTION

Seal inserts with a thermal-contraction rate lower than that of the carrier material generally

are distorted when chilled to cryogenic temperature because of the bending moment created

by the increased interference and misalignment of the insert and carrier centroids (fig. 39).

CARRIERCENTROID ..//f- CARRIER
INSERT CENTROID

CENTROID

FACE _ BENDING MOMENT CENTROID

DiSTORTiON

(a) Original method (b) Improved method

Figure 39.- Method for reducing seal insert distortion due to thermal

contraction and centroid misalignment.
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2.3.2.9 SPRAY-COATED SEAL RINGS

Spray-coated seal rings (fig. 36(d)), instead of the insert designs, generally are used for the
ceramic materials because of the retention, distortion, and [eakage problems with ceramic

inserts. The ceramic materials cannot be attached directly to a meta!-bellows secondary

dement, and satisfactory secondary-seal materials that allow the use of a solid seal ring may
not be available. Seal-face them_al distortion generally is not a problem with the

spray-coated seal rings because of the low resistance to deflection offered by the relatively
thin cross section of material. The thermal distortion is minimized by applying the coating

to both sides of the seal ring to equalize the thermal loads.

The ceramic coating is applied by either the flame-plating process or the plasma-flame-spray

process. The plasma-spray process usually is employed for aluminum-oxide coating because
it has better resistance to thermal shock° Since the ceramic materials have contraction rates

lower than those of most metals, thermal stresses are developed at the coating bond. The

stresses may be sufficiently high to cause bond failure or breakage of the coating. The

thermal stress is minimized by using a thin coating (0.010 to 0.020 in.)that reduces the

forces and the temperature gradient. Aluminum oxide generally is sprayed on a transition

layer of Nichrome to reduce the thermal stresses and improve the bond strength. Pure
Nichrome is sprayed on the base metal, followed by a mixture of 50-percent Nichrome and

50-percent aluminum oxide, and finally pure aluminum oxide. More gradual gradations may

be required for severe applications.

The seal ring base must provide a foundation to support the spray coating and allow
sufficient surface for bonding. A raised tapered structure similar to that shown in figure

36(d) is preferred. All sharp corners and edges must be radiused or chamfered.
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2.3.3 Circumferential-Seal Rubbing Elements

2.3.3.1 SEGMENTED SHAFT SEALS

Segmented shaft seals (fig. 20) provide an effective seal for low-viscosity fluids (gas, LOX,

LH2) by adjusting to the shaft operating diameter and radial location to maintain rubbing

contact. Viscous fluids (RP-1 and oil) tend to develop a hydrodynamic wedge that lifts the

segments and thus causes high leakage. The sealing-ring segment gaps are sealed off with

overlapping backup segments. The segments are loaded radially against the shaft by a
circumferential garter spring and the unbalanced differential-pressure-induced force. The

segments also are loaded axially against the stationary housing by a wave spring and the
unbalanced differential-pressure-induced force.

The forces induced by differential pressure may be partially balanced by relieving the

contact surfaces (fig. 4t). The relieved surfaces are provided with bearing pads for load
support. It is not practical to balance the pressure forces completely because of the seal

construction; therefore, dry-running segmented seals are limited to tower pressures (_ 100
psid) than are balanced face-contact seals.

GARTER

SPRING

LOAD

UNBALANCED ------. 1

PRESSURE

LOAD HGGH PRESSURE

Ff = F f
w

f = COEFFiCiENT

OF FRiCTiON

/
WAVE SPRING LOAD (F )

w

UNBALANCED AXIAL

PRESSURE LOAD

Figure 41. - Pressureforces on a segmentedshaft-seaaring (balanced design).

.:%:

_R-[c2iA L ......

_£_P POOR QUALi_

74



14"]
i'-



•_!i_i _ • ii_ _i

seal. The theory assumes steady-state ideal fluid conditions, which seldom exist on actual

turbopump seals. It is expected that empirical relations based on experimental test results
and fundamental theory, similar to those developed for hydrostatic and hydrodynamic

bearings, will be required for successful turbopump seal design. These relations are not

currently available for rocket engine propellants. Theoreticai methods and design

considerations currently available for hydrostatic/hydrodynamic seal elements are given in

references 3 1 through 53.

2.3.4.1 SELF-ENERGIZED HYDROSTATIC SEALS

The self-energized hydrostatic seals (fig. 15) utilize the sealed pressure differential to

maintain controlled face separation. The lift force induced by the hydrostatic pressure

depends on a minimum pressure differentia! that may not exist until after rotation starts;

therefore, transient rubbing contact usually occurs. The seal face materials must be selected

for rubbing compatibility in liquid oxidizers and sufficient wear resistance to prevent
damage to the criticat face geometry.

The self-compensating hydrostatic-pressure-induced lift force requires leakage flow across

the seal interface to create a pressure profile proportional to the clearance gap. The

hydrostatic face seals generally operate with a larger effective interface clearance than a

rubbing-contact seal; therefore, the leakage rate is significantly higher.

The recessed pads with orifice compensation (fig. 15(a)) develop seif-compensating
pressure-induced lift forces that are dependent on the relative flow between the outer sea!

face and the pad orifices. The pressure-induced lift force increases for small face clearances

and decreases for larger clearances so that force balance is maintained at the design

clearance. A minimum of three separate pads around the seal face is utilized to provide face

alignment stability. The volume of the recessed pads is minimized to prevent dynamic
instabilities caused by slow response to pressure changes (low fluid-film stiffness). The

dynamic stability is improved by eliminating the recessed pads; however, the

pressure-induced lift forces become more difficu!t to predict as a resuit of indefinite

pressure boundaries and flow effects. The orifice size must be large enough to prevent
dogging by contaminants in the sealed fluid.

The recessed-step (fig. 15(b)) and convergent-tapered-face (fig. 15(c))designs develop

maximum pressure-induced lift force as the face clearance decreases, because the pressure

drop across the seal face is higher than the drop across the recessed step or convergent

surface. At larger face clearances, the effect of the recessed step or convergent surface

becomes negligible, and the pressure drop occurs across the entire surface; this condition
reduces the pressure-induced lift force and maintains force ba!ance at the design clearance.

The depth of the recessed step or taper must be very small (_ 0.0001 to 0.0005 in.), the

dimension depending on the fluid-film design thickness required to obtain adequate
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fluid-film stiffllessfor dynamicstability.The fluid-fihnstiffnessdependsprimarily on seal
facearea_pressuredifferential,andfluid-film thickness.Thereis anoptimunl recessdepth
for agivendesignfluid-film thicknessandpressuredifferential.

2.3.4.2 EXTERNALLY PRESSURIZED HYDROSTATIC SEALS

The externally pressurized hydrostatic seals (fig. 16) maintain controlled face separation by

fluid-film support from an external pressure source. The pressure-induced lift force increases
for small face clearances and decreases for larger clearances to maintain force balance at the

design ciearance. The external pressure source allows the seal face to be lifted prior to start
of rotation to eliminate transient rubbing contact. Since the pressure-induced lift force is

independent of the sealed pressure, sealed-fluid viscosity, and rotational speed, this concept

may be utilized when the other types of hydrostatic/hydrodynamic seals are not feasible.

However, the additional complexity of the pressurizing system, availability of the

pressurizing fluid, and dilution of the propellant with the pressurizing fluid may pose

problems. Dynamic instability of the seal ring also has been a significant problem. The

stability is improved by increasing the fluid-film stiffness by the methods described for the

self-energized hydrostatic seal.

2.3.4.3 HYDRODYNAMIC SEALS

The hydrodynamic seal (fig. 17) maintains controlled face separation by means of lift forces

induced by the hydrodynamic pressure developed at the seal interface by the rotational

speed. The hydrodynamic lift is independent of the sealed pressure and is proportiona! to
the rotational speed. Therefore, the hydrodynamic seal may be utilized at pressures below

the minimum required for hydrostatic action; however, a minimum speed is required to

develop sufficient pressure-induced lift forces for face separation, and rubbing contact

generally occurs during the start and stop transients. The potential problems of

rubbing-material compatibiiity in liquid oxidizers and wear of the critical face geometry
exist. The available hydrodynamic 1JR is marginal with cryogenic fluids because of the low

viscosity and vaporization of the fluid. Two-phase (liquid and vapor) fluids may disrupt the
force balance by their effects on the interface pressure profile. The hydrodynamic lift force
and fluid-film stiffness are maximum at minimum face clearances, and the rate of increase is

high; therefore, hydrodynamic seals generally are more stable than the hydrostatic type at

low clearances and low pressures.

The shrouded-Rayteigh-step concept (fig. 17(a)) is pressure balanced like a conventional

robbing-contact face seal therefore, the failure mode caused by loss of lift potential is not
as disastrous as that of the other concepts. Test programs (ref. 34) have indicated that this

concept is capable of developing hydrodynamic lift with low-viscosity fluids (I000°F gas) if

compensation for seal face distortions can be provided. Because seals for cryogenic
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turbopumpsalsooperatewith thermaldifferentialsandlow-viscosityfluids,it is reasonable
to assume that the Rayteigh-step concept has potential capability for turbopump seals (ref.

39). Other hydrodynamic mechanisms (surface waves, surface microasperities,
nonsymmetric rotation) have been investigated: however, the current state of the art is not

sufficiently developed for practical application on seals for rotating shaks in rocket engine
turbopumps.

2.3.4.4 HYBRID SEALS

The hybrid-seal concepts (fig. 18) utilize the combined hydrostatic and hydrodynamic or

combined rubbing-contact and hydrostatic/hydrodynamic principles. The hydrostatic action

provides the lift force at low rotational speeds, and the hydrodynamic action provides

additional lift force and dynamic stability at high speed independent of the sealed pressure.
Use of the concept shown in figure t8(a) has resulted in improved operation with mixtures

of oil and gas at low pressures (ref. 45). The concept has not been evaluated with cryogenic
propeliants.

The combined rubbing-contact and hydrodynamic concepts (fig. 18(b))offer the advantage

of a seal designed for rubbing contact to ailow for transient operation and for reduced

face-contact toad at higher rotational speeds as a result of the additional hydrodynamic lift
force. The reduced face load atlows higher speeds and longer wear life than the conventional

robbing-contact seals. The potential problems with this concept are thermal distortions of

the seal face by frictional heat and wear of the critical face geometry. The depth of the

tapered lift pads must be approximately 0.001 in. or less with iow-viscosity fluids to deveIop
significant pressure-induced lift forces; therefore, the allowance for face wear is very low.
Other methods (e.g., use of face grooves) provide more wear allowance but less lift force

induced by hydrodynamic pressure.

2.3.5 Circumferential-Seal Clearance Elements

Clearance-type seals are used when the pressure-speed-life limits of rubbing-contact seals are

exceeded and the increased leakage is acceptable. Circumferential-seat clearance elements

consist of labyrinth devices, floating rings, and arch-bound* segmented rings. Labyrinth

seals have the best reliability, but the leakage is approximately ten times greater than that of

the arch-bound seals and approximately five times greater than that of the floating-ring

seals. Floating-ring seals generally provide the best compromise between sealing effectiveness

and reliability for high-pressure, high-speed, !ong-life applications. The arch-bound

segmented-ring seal provides the most effective sealing of clearance-type seals; however, the

potential reliabiiity is lower because of the more comptex design and required wear-in.

*Ends of the segments bottom out against each other, so that there are no gaps in the ring (fig. 21).
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2.3.5.1 LABYRINTH SEALS

Labyrinth seal elements (fig. 42) are clearance devices that restrict fluid leakage by

dissipating the kinetic energy of fluid flow through a series of flow constrictions and cavities

that accelerate and decelerate the fluid or change the direction of flow abruptly to create

the maximum flow friction and turbulence. The ideal labyrinth transforms all of the kinetic

energy at each throttiing into internal energy in each cavity. Practical labyrinths, however,

generally transfer significant kinetic energy from one throttling to the next. Therefore, the

ideal thermodynamic and fluid-mechanics relations are modified with empirical factors for

practical solution.

F7-///////////,4
STRAIGHT LABYRINTH

II / / / / / ///I
ANGLED TEETH

STRAIGHT LABYR INTH

,, ii.i_

F//77////////,)_

STAGGERED LABYR INTH INTERLOCKING LABYR INTH

f% \ \ \ \ \ \ _ \ \ \1

ABRADABLE

WEAR - I N LAB YRI NTH

Figure 42. - Six configurations foralabyrinth seal.

H

i_: _

Empirical relations for compressible fluids are available for many different types of

labyrinths; however, data on incompressible fluids are more limited, and usually it is

necessary to either conduct experimental tests to establish the flow factor or estimate a

factor from extrapolated data.

The theoretical and empirical methods used to optimize the labyrinth geometry and predict

ieakage are given in references 54 through 65. Empirical flow coefficients for incompressible

fluid based on experimental tests in water are given in figure 43 for some typical turbopump

labyrinth seals.
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Figure 46. - Honeycomb construction for stationary part of a

wear-in labyrinth seal (ref. 66).

Abradable materials constructed from sintered metal fibers have been used successfully for

wear-in labyrinths" however, the wear debris may be a problem in some applications.

Carbonaceous materials also have been used to provide wear capability however, carbon is

more wear resistant than the honeycomb or abradable materials, and damage to the seal may
occur dt!riq,,._ wear-in if the interference is too large. Carbon has a lower expansion rate than

steel, is weak in tension, and is relatively brittle. Therefore, the carbon usuatly is pressed
into a steel rin,,_,theft provides strength and thermal-expansion control.

2.3.5.1.3 Plastic Labyrinths

Labyrinths for liquid oxidizers require either (1) very large clearances to eliminate the

possibility of rubbing contact or (2) compatible materials that can rub without the hazard
ot" combustion. In cryogenics, the low temperature (-297°F) also limits the number of

usable materials because of thermal-contraction differentials and ioss of elongation. Kel-F

materials are compatibie with liquid oxygen: however, their thermal contraction rates are

approximately four times greater than that of steel, and the materials are not structurally
stable. Plastic rings cannot be retained with an interference fit, because of cold flow at

ambient or elevated temperatures. The interference fit is decreased after temperature

cyclin,, and the greater contraction rate causes the plastic to loosen at ]ow temperature_"_ _ .

The Ke]-F structural problem was solved on the J-2 and F-1 programs by locking relatively

tilin sections of Kel-F into a metal housing with the rtlbbin_ portion exposed (fi,,_. 47). The
thin plastic section is restrained from its natural thermal contraction rate with retention

locks on the metal housing. Dimensional stability and thermal contraction rate thus are

determined by the stronger i_ous[ng. The housing is _:iesigned to provide a tigtlt fit to the
plastic. A static seal flange and pressure vents are provided on high-pressure seais to

minimize the stresses on the Kel-F cat_sed by the differential-pressure-induced load. The
span len,,th between tile retention aocks is made short (_ 0.5 to 1.0 in) to minimize the
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Figure 48. - Configuration of a spring-loaded,segmented,wear-in labyrinth seal.

2.3.5.1.5 Labyrinth Erosion Resistance

Labyrinth devices, in general, provide the greatest life and reliability of all seal types.

However, erosion or cavitation damage and fatigue cracking may limit the operating life.

The high fluid velocities caused by large pressure differentials may result in erosion of the

labyrinth surfaces. Fluid turbulence in the labyrinth can create localized low-pressure

regions where the pressure is below the fluid vapor pressure. The energy released by the

collapse of the vapor bubbles may erode the exposed surfaces. Surface erosion apparently

attributable to surface fatigue failure is also caused by impingement of high-energy fluid.

The theory of erosion is controversiaI, and very little data for labyrinth devices are availableo

A genera1 study of erosion (ref. 57) indicates that the erosion resistance of different

materials increases approximateIy with the 2.5-power of hardness and linearly with material

strength. The harder high-strength materials (tool steel, Stellite, maraging steel) are more

resistant to erosion than the soft low-strength materials (aluminum, Monel, brass, bronze).
The erosion rate generally starts slow, increases to a maximum value, and then decreases

with increasing exposure time. Some hard and brittle materials (tungsten carbide, titanium

carbide, ceramics) appear to have good initiaI erosion resistance, but erosion rates increase

with exposure time. Additional discussion and references on erosion are given in reference
67.

Fatigue cracking of the labyrinth structure may occur if the flow frequencies correspond to

the natural frequency of the structure. Flow turbulence may excite a resonant frequency

vibration in the labyrinth components. Stiffening the structural members generally prevents
vibration failures of labyrinths.
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2.3.5.2 FLOATING-RING SEALS

Floating-ring elements (fig. 23) consist of an inner carbon ring for wear resistance and an
outer steel ring for strength and thermal expansion/contraction control. The outer ring

material usually is selected to provide the same thermal expansion and contraction rate as

the shaft material, so that a constant clearance gap is maintained as the temperature

changes. The outer ring is sufficiently strong, relative to the inner ring, to control the

diameter of the composite ring.

Extreme temperature environments may result in a temperature differential between the

floating ring and the shaft that will cause a variation of the clearance gap. If the ring

temperature is lower than the shaft temperature, the clearance wgl decrease, and ring seizure

may occur. This potential failure mode is min_ized by aliowing sufficient initial cIearance

to compensate for the maximum the_al gradient.

The inner ring is maintained in compressive hoop stress with an interference fit. The amount
of interference is established to maintain the minimum contact unit load higher than the

maximum fluid pressure. The fluid pressure acts on the interference joint and causes radial

deflection of the inner ring if the interference unit Ioad is lower than the fluid pressure.

With a carbon inner ring and steel outer ring, the interference Ioad will decrease at higher

temperature because of the difference in thermal expansion rates. An extreme range of

operating temperatures requires selection of an inner ring material that has a thermal

expansion rate similar to that of the outer ring.

The toad induced by unbalanced radial pressure (fig. 49) is supported by the composite ring

in compressive hoop stress. The radial deflection caused by the compressive stress is

proportional to ring rigidity. The radiaI section and modulus of elasticity are seiected to
minimize the deflection. The initial clearance is adjusted to allow for the deflection and

provide the desired operating clearance.

The axial force induced by differential pressure (fig. 49) loads the floating ring against the

stationary housing to provide a static seal. Low-pressure seals require a wave spring to

provide sufficient contact load to maintain a static seal. High-pressure seals are pressure
balanced by relieving the axia! contact surface and minimizing the housing-to-shaft clearance
to reduce the unbalanced load induced by axial pressure. Because of the increased friction

force, high axial loads increase the radial load required to reposition the floating ring. The

seal-ring wear rate is hi_er when the friction load is excessive because of the larger wiping

force exerted by the shaft required to center the ring with the center of rotation.

The floating-ring element usually is restrained from rotation with two or more antirotation

tangs or pins that engage slots. Unrestrained rings have been used; however, if the ring
rotates with the shaft as a result of partial seizure or sticking, failure generally occurs. The

centrifugal force on high-speed seals may cause excessive deflection and faiture. In the
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Figure 49. - Pressure forces on a floating-ring seat.

turbine on the H-I engine, thermal decomposition of the lubrication additive led to shaft

sticking that caused centrifugal failure of the floating ring; this problem was solved by

adding anti-rotation tangs to the ring. Machined tangs generally are more reliable than

press-fit pins because the pins tend to loosen with repeated impact loading.

Additional discussion on controlled-gap seals is given in reference 68.

2.3.5.3 ARCH-BOUND SEGMENTED SEALS

Arch-bound segmented shaft seals (fig. 21) are designed such that the sealing segments are

butted together to form a solid ring at the operating diameter. The differential

radial-pressure load (fig. 50) is supported by compressive hoop stress in the ring instead of

bearing contact on the shaft surface. The reduced rubbing-contact load increases the

pressure-speed-life limitations over those of conventional segmented shaft seals.

To allow the segments to wear in, the design diameter of the arch-bound segments at

operating conditions is slightly smaller than the shaft operating diameter. To minimize the

required wear-in, the segment design diameter is adjusted to compensate for the deflection

caused by the load induced by radial pressure and differential thermal contraction or

expansion. The bearing contact load decreases asymptotically during wear-in until most of
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Figure 50. - Pressure-induced radial forces on an arch-bound segmented seal.

the load induced by radial pressure is supported by the butted segments in compressive hoop

stress. The segment wear becomes negligible as the contact load approaches zero.

The seal construction is similar to that of the conventional circumferential segmented seals

except for the butted joints. Since the sealing ring joints are butted together, additional

backup tings to seal the joints are not required, and the design may be simplified by using a

single ring similar to that in figure 21. A garter spring around the outside diameter is used to
hold the segments together prior to pressure application. The segments are prevented from

rotating relative to the housing with antirotation devices. The axial force induced by

differential pressure is minimized by pressure balancing as in the floating-ring seal design. A

steel washer and wave spring ordinarily are used to hold the segments against the axial seal

surface prior to pressure application.

The contact load on high-pressure, high-speed seals may be excessive during wear-in, and the

contact surfaces may be damaged before the wear-in is completed. Damage is prevented by

conducting the wear-in at lower speed and pressure or by adjusting the design diameter until
a line-to-line fit with the shaft diameter is obtained at operating conditions. The segment

design diameter may be made large enough to provide a slight clearance at operating
conditions to eliminate wear-in. Some trial-and-error adjustments generally are required

because it is difficult to predict the exact diameter at operating conditions.

2.3.6 Face-Contact-Seal Secondary Elements

Face-seal secondary elements are devices that seal between the seal face ring and the

stationary housing. The secondary element provides for the motion required for the seal
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face to track the rotating mating-ring surface and the axial travel necessary to compensate

for face wear and relative movements between the shaft and housing. Secondary sealing

must be maintained during reciprocating or wobbling motions without creating excessive

friction drag or hysteresis. High secondary-seal friction requires increased spring force to

provide the dynamic response necessary to maintain face contact. The larger spring force

results in a higher face-contact load, which iowers the pressure-speed-life limits. Therefore,
on high-speed, high-pressure, or long-life seals the secondary seal friction is minimized. The

secondary elements generally used for turbopump seals consist of metaI bellows, plastic lip
seals, elastomeric O-rings, and metal pistori rings.

2.3.6.1 METAL BELLOWS

Bellows elements are designed to provide the secondary-seal function, the spring force

required to maintain face contact, and structural support for the seal face ring. The bellows

dement is extendible in the axial direction to compensate for reiative axial motions, and

sufficiently rigid in the torsional and lateral directions to act as the antirotation and piloting
device for the seal face ring. The bellows dement thus allows significant simplification of

the seal design by eiiminating the secondary sea1, antirotation device, seal ring pitot, and

loading springs. The all-metal construction eliminates periodic replacement of aged

elastomer components; it also extends the minimum operating temperature from -65 ° to

-423°F and the maximum from 500 ° to 1500°F. Many turbopumpapplications require
all-metal construction because of the extreme temperatures and reactive environments.

Three different basic types of metal bellows are used (fig. 51): welded, formed, and

machined. Welded bellows (fig. 5t(a))generally are used because they require significantly

smaller space for a given spring rate, compression range, and pressure capacity. The
welded-bellows element usually can be designed to require less space than conventional

elastomeric seals. Since the available space "on turbopumps usually is limited, the smaller

space requirement and lower spring rate of the welded bellows are significant considerations

and may be determining factors.

The configuration of welded bellows is varied to satisfy specific requirements. Five designs

are shown in figure 51(a). The nested ripple design is used to minimize the spring rate and

compressed length; the pressure capacity of the nested ripple design is significantly increased

relative to the spring rate by the use of double-ply bellows. The single-sweep design provides
higher pressure capability and less change of bellows mean effective diameter (MED) with

pressure. The flat-plate design provides a constant MED at low pressure differentials. The

toroidal design provides constant effective diameter and high-pressure capacity; however,

because of the larger space and the higher spring rate required, toroidal bellows generally are

not suitable for use on turbopump seals. The nested ripple design often is the best
compromise for turbopump seals and is the most commonly used configuration.
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NESTED RIPPLE

Minimum spring rate and compressed lengths. Large -

compression range. Requires MED (Mean Effective Diameter)

calibration. Fatigue life difficult to predict.

SINGLE SWEEP

Higher pressure capability, less variation of MED, and higher

spring rate than nested ripple.

DOUBLE PLY

Higher pressure capability and lower spring rate than above.

Requires M ED calibration.

FLAT PLATE

Constant MED for low pressures. Limited compression range

and pressure capability.

TOROIDAL

Constant MED and high pressure capability. High spring

rate and limited compression range. Large space required.

(a) Welded

U-SHAPED

Most reliable and least expensive. High spring rate; large

space required. Requires MED calibration.

(b) Formed

RECTANGULAR

Constant MED and high pressure capability. Very high

spring rate and limited compression range. Thickness variations

due to machining tolerances.

{c) Machined

Figure 51. -- Various configurations for metal-bellows secondary elements for face seats.
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If space is not limited, formed bellows (fig. 51(b)) generally are used. The fatigue life of
welded bellows is difficult to predict because of the variation of the stress-concentration

factor at the weld joint. The formed bellows is more reliable and less expensive than the
welded type; however, the stress level is also difficult to predict because of thickness

variations and residual stresses caused by the forming process. Machined bellows (fig. 51(c))

generally are not used on turbopump seals because of the high spring rate and thickness

variations caused by machining tolerances. Many variations of the basic types of bellows are
available for special applications.

The analytical techniques for the design of metal-bellows diaphragms are discussed in
reference 69. The theoretical analysis of bellows stresses, derivation of the mathematical

formulas, and design criteria for some selected configurations are given in reference 70.

Simplified formulas and curves for bellows analysis are presented in reference 71. The

theoretical relations are based on specific conditions and generally require empirical

coefficients for each bellows configuration. Most bellows suppliers have developed empirical

relations for the specific configurations they manufacture. The supplier's data usually are
more accurate than the values provided by the simplified theory.

The theoretical relation of the design variables for the bellows axial spring rate is given by
the following equation (adptd. from ref. 70)

where

0.43 1 R E t3 n
K - P

a -- (12)
n s3C

c f

K - axial spring rate lbf/ina ' "

R - bellows mean radius, in.

E- Young's modulus, psi

t- bellows plate thickness, in.

np - number of plies

11 -- number of convolutions
C

s - half of bellows span (i.e.,
radia] OD - radial IDt in.

2 /

Cf -- constant for bellows configuration
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Thebellowsstressesdueto pressureanddeflectionareestimatedby utilizingthereferenced
theory andthe manufacturer'sempiricaldata for the specificbellowsconfiguration.The
pressure-inducedstressesincreaseas the bellows span,pitch, and diameter increase.
Increasingthe platethicknessandnumberof pliesreducesthepressure-inducedstress.The
deflectionstressesincreaseasthedeflectionandtheplatethicknessincrease.Increasingthe
spanand numberof convolutionsreducesthe deflectionstresses.The total stressin a
bellows is the sum of the pressureand deflectionstresses.Since the variablesare
interrelated,it isusuallynecessaryto iteratethedesignto minimizethe stresses.

The relativestresslevelor pressurecapacityis evaluatedby pressurizingthebellowsand
measuringthe permanentdeformationor changeof free length.Weldedbellowsusually
yield locallyat the initial pressurization;thisyieldingcausesthe freelengthto increaseor
decrease,the changedependingon the bellowsdesignanddirectionof pressure.To prevent
additionaldeformationduringoperation,the bellowsusuallyarestabilizedwith a proof
pressurizationat the minimum operatingcompression,followed by stress-reliefheat
treatment.Theeffectof bellowsfree-lengthvariationisminimizedby utilizingamechanical
stop to establishthe free length.Mechanicalstops alsoare usedto preventexcessive
deflectionstressescausedby overcompressionof thebellows.

The total forceappliedto thesealfaceby thebellowsis thesumof thepressureandspring
loads.The pressure-inducedloadis equalto the productof the differentialpressureand
bellowseffectivearea.Both springload andeffectiveareavary with pressureandpitch
becauseof the variationof the effectivespancausedby deflectionof thebellowsplates.A
portion of the bellowsspanis inactivatedby the platesbeingpressedtogetherby theforce
inducedby differential pressure(fig. 52). A largerportion is inactivatedasthe pitch is

OP POORQUALITY

t
SPAN 1

EFFECTIVE

SPAN

HIGH PRESSURE SIDE

BNACTUVE PORTION

I MEAN

EAN EFFECTIVE DIAMETER

DIAMETER (MED)

Figure 52. - Variation of bellows effective span and mean effective diameter

as a result of pressure-induced deflection.
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decreased because of the closer spacing of the plates. The spring load is minimized by using

thin plates and the maximum number of convoIutions; however, in some cases a lower total

load (spring pius pressure loads) is obtained by using thicker plates and a larger pitch to

minimize the change of effective span and diameter caused by pressure-induced deflection.

Accurate determination of the bellows load requires calibration testing to measure the total

load (spring plus pressure) at the limits of operating pressure and compression. The

calibration usually consists of installing the bellows at the nominal operating length in a test

fixture and increasing the pressure through the required operating range to measure the load

increase. The calibration is repeated for the maximum and minimum operating compression.

The total load is converted to an equivalent mean effective diameter by calculating the

beilows effective pressure area from the load increase due to pressure. The load increase is

the result of the combination of the effective pressure area and the increased spring rate

caused by the reduced effective span. Therefore, it is necessary to measure the load at the

limits of operating compression to determine the total variation. The calculated effective

diameter is used to establish the seal face dimensions for the desired pressure balance. On

different bellows of the same configuration the variation of effective diameter usually

remains within acceptable tolerances. The effective diameter may be predicted with

sufficient accuracy for most applications by utilizing the manufacturer's test data for similar

configurations.

2.3.6,,2 PLASTIC LiP SEALS

Plastic lip seals are used as secondary seaIs for cryogenic fluids when the temperature is

below the minimum (-65°F) for_elastomeric O-tings. The plastic materiais (Kel-F and

Mylar) maintain adequate elasticity down to approximately -320°F; however, the resiliency

is insufficient to compensate for the thermal contraction. The lip-seat design provides for

pressure and spring loading to compensate for the thermal contraction and maintain sealing

effectiveness. The higher thennai-contraction rate of the plastic material is used to increase

the lip diametral interference at low temperature %r improved seaiing.

The lip seal is supported in the seal housing with a radiused lip (fig. 53) to provide the

desired contour for conformation to the seal-ring secondary diameter (fig. 12).

The Iip seal is made thin (0.005 to 0.010 in.)to provide flexibility for conformance. The edge

of the radiused support is made thin (0.010 in.) to provide the maximum support without

interfering with the tip contour and is radiused (0.005 in. R) to prevent its cutting into the

plastic. The lip length (generally 0.050 to 0.060 in.) is established _o provide sufficient

sealing surface at the worst condition of misalignment; the iip length also determines the

radial pressure load on the lip. A short lip may not provide sufficient conformance for

effective sealing; a long lip results in increased radial toad and a greater friction drag force.
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The static seal between the lip and housing is maintained by spring loading the lip with a fiat

retainer ring against a labyrinth surface on the housing. The labyrinths are machined sharp

(0.005 in.) and then lapped flat with a narrow (0.005- to 0.010-in.) land to provide a true

surface. The retainer ring is relieved along the iip radius to allow pressure toading of the lip

seal. The differential pressure force (fig. 54)increases the lip load against the housing for

improved sealing.

HIGH PRESSURE il!! l

L0W PRESSURE

Figure 54. - Pressure forces on a lip seal.
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The dynamic seal between the lip and seal ring is maintained by providing for a diametral

interference at operating conditions. The effective interference is increased by the

differential pressure load, which deflects the lip radially inward against the seal ring.

Plastic lips have failed as a result of fatigue cracking caused by cyclic deflection of the lip
between the lip support and seal ring. The unsupported portion of the lip is deflected by

axial movement of the seal ring or by pulsating pressure. This failure mode is minimized by

reducing the unsupported length of the lip seal. The housing-to-seal-ring clearance is

minimized, and the ]ip support edge is made thin to provide the maximum lip support.
Larger clearances also may allow the lip seal to fail by folding backwards in the clearance

space.

Lip seals are worn and scored by foreign-particle contamination. The particles tend to

become lodged in the plastic and cause damage to both the lip and the seal ring. Metal seal
rings generally are hard-chrome plated to minimize the damage.

Plastic lip seals are formed from flat washers that are heated in a contoured fixture to a

temperature that allows plastic flow. Kel-F generally is formed in hot water at

approximately 180°F; Mylar is formed at 325°F. The forming fixture is designed to prevent

residual stresses in the lip, which may cause distortions and wrinkles after the material has

relaxed. Antirotation devices were incorporated in the forming fixture for the iip seals for

the H-t engine after sea1 wrinkling was traced to the fixture being rotated during the
forming operations.

2,3.6,3 ELASTOMERS

Elastomeric O-rings and V-packings (fig. 14) are the most commonly used secondary-seal
elements for conventional applications inthe temperature range from -65 to 500°Fo The

economy and reliability of the elastomer generally dictate its use for conventional

app]ications. However, the reliability of elastomers may be marginal in the more severe

turbopump applications as a consequence of the ]arge temperature ranges, cyclic pressures,

inadequate lubrication, reactive or toxic fluids, high-frequency motions, vibration, and

shock loads. The excessive friction hysteresis of poorly lubricated elastomers a]so may be a
problem when good dynamic response of the seal is required.

The V-packing elastomer has the advantage of spring loading for maintaining contact at low

pressure and in the lower temperature ranges where material resiliency is margina]. However,
experience on turbopump seals indicates that the O-ring elastomers are more reliable.

Considerab]e difficulty was experienced with the V-packing on the fuel seal in the H-1

engine because the packing twisted around and "hung up" the seat ring.

The design of turbopump secondary elastomer seals genera]ty fotlows the standard

procedures developed for dynamic reciprocating O-rings. The military design standards for
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elastomersaregiven in reference72. The designconsiderationsfor O-ringsealsand the
designstandardsfor military andindustrialelastomersaregivenin reference73.

Designconsiderationsfor turbopumpsecondaryelastomersealsmay vary slightly from
military or industrial standardsto satisfy specific conditions. The high reliability
requirementsgenerallyjustify usingprecisiontolerances to maintain better control of the

O-ring squeeze, concentricity, and clearance gap. The squeeze is minimized to reduce O-ring

friction hysteresis. The groove dimensions are adjusted to compensate for thermal expansion
or contraction and elastomer shrinkage or swelling caused by incompatibility with the fluid.

Floating backup rings are used in the O-ring groove to minimize the clearance gap and

prevent O-ring extrusion.

The elastomer and all metal parts in contact with it are lubricated with a compatible
lubricant to minimize friction and prevent spiral failures. Spiral failures occur when cyclic

motion causes a portion of the O-ring to roll and twist (ref. 73). Rolling and twisting of the

O-ring or V-packing also can cause the seal to hang open and leak. To minimize friction and

increase wear life, the metal sealing surface generally is hard-chrome plated and polished to a

finish of 5 to 10 gin. rms or coated with Teflon. Hardened steel also is used for the sliding

surface to improve wear life. The soft metals (e.g., aiuminum) generally are not satisfactory

as a sliding surface for dynamic elastomers because of excessive friction and wear.

The most commonly used elastomers for turbopump secondary seals are Viton A and

Buna N (tabte III). Viton A is generally preferred since it is not age limited and is resistant

to deterioration by ozone. Various shapes and compositions of TFE in combination with
metal and rubber spring-loading devices to compensate for lack of resiliency have been used

to reduce friction and wear; however, the experience on turbopump seals is limited. The

TFE compositions generally atlow the operating temperature range of the elastomer to be
extended to -100°F minimum and 600°E maximum.

2.3.6.4 PISTON RINGS

Piston-ring secondary seals (fig. 13) were commonly used in extreme temperatures or

reactive fluids prior to the development of reliable metal bel]ows as secondary elements.
Most current turbopump applications utilize metal bellows as secondary elements when
all-metal construction is required. However, the piston-ring secondary seal has the advantage

of a more nearly constant pressure-balance diameter and may be required for close control

of face load in some applications. The piston ring is a!so more resistant to extreme

oscillating pressure environments that may cause fatigue failure of metal bellows. The
combination of higher pressure capacity and closer face-load control generally dictates the

use of piston rings at pressures exceeding 500 psi.

97



The piston-ringsecondaryseatinherentlyhassignificantlyhigherleakagethan the other
typesof secondaryseals.The sealingeffectivenessdependsonveryprecisecontrol of the
matingsurfacesto maintainsealingcontact.In contrastto theelastomerandplasticlip, the
metal ring will not conformto irregularsurfacesand thereforeis sensitiveto machining
tolerances,thermaldistortions,andbendingdeflections.Thepistonring is satisfactoryfor
applicationswhereacontrolledieakagerateisacceptable.

Themetal-to-metalslidingcontactbetweenthe pistonring andthematingseal-ringsurface
alsois the sourceof severalproblems.High-frequencymotionscausewearanddeterioration
of the sealingsurfaces,and vibration causessurfacedeteriorationby fretting erosion.
Excessivefriction dragmay resultin poor dynamicresponseandsealhangup.Thematerial
combinationsareselectedto providerubbingcontactwith minimumfrictionandwear.The
effectsof thermalcontractionandexpansionalsoareconsideredin thematerialselection.

The sealingsurfacethat slidesagainstthe piston ring generallyis hardenedsteeior
hard-chrome-platedsteelfor wearresistance.Thepistonringsusuallyareconstructedfrom
cast-ironalloys.CarbonaceousmaterialsandTFEcompositionsalsohavebeenused,

Thedesignandmaterialconsiderationsfor pistonringsarediscussedin reference74.

2.3.7 Spring Load

The stationary face-contact seal ring is loaded against the rotating mating surface with a

spring device to ensure sealing contact. The spring force generally is a compromise between

the minimum load for effective sealing and the maximum load for the load-speed-life

reIationships.

The total seal-face load consists of the spring force plus the resultant pressure-induced

forces; therefore, the spring force is determined in conjunction with the pressure balance to
establish the desired total load. The spring force is significant on low-pressure seals because

of the negligible pressure-induced force; conversely, the spring force generally is negligible

on high-pressure seals because of the large pressure-induced forces.

The minimum spring load for sealing effectiveness is established by the dynamic response,
secondary-seal or vibration-damper friction, and variations in interface pressure profile. The

spring force for dynamic response is established by calculating the force required to

accelerate the seat ring at the rate required for the seal ring to track the runout of the

rotating mating surface. In some cases, the acceleration rate may be established by sudden

movements of the turbopump shaft during transient operation. The resultant closing force

(spring plus pressure) must be greater than the sum of the seal-ring inertia, secondary

friction, and interface average pressure profile forces for effective sealing. AIlowance for

variation in interface pressure profile is provided by either additional spring load or a larger
pressure-balance ratio.
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approximately 2 lbf/in, of seal face circumference. The minimum practical spring load is
approximately 0.3 lbf/in. A maximum spring load of approximately 10 lbf/in, was used

successfu]ly to minimize leakage on the liquid-oxygen seals on the H-1 engine and the RP-1

seals on the F-1 engine; however, spring loads higher than approximately 4 lbf/in, are not

used unless the cooling capacity of the sealed fluid is sufficient to dissipate the heat
generated by the rubbing friction.

The spring loading devices consist principally of coil springs, wave springs, and metai

bellows. Several small coil springs around the seal ring provide the most uniform face

loading. The spring rate usually is minimized to reduce the load variation with operating
compression. Low-rate springs and bellows are preloaded and restrained with a mechanical
extension stop when higher operating loads are desired.

2.3.8 Pressure Balance

Face seals are pressure balanced as closely as possible to minimize the variation in face load

caused by the forces induced by differential pressure (fig. 56). Pressure balance is

particularly important when fluid pressures are greater than approximately i 00 psi, because
of the large pressure-induced forces on the seal face. it is not feasible to balance the

HiGH PRESSURE SIDE

INTERFACE

PRESSURE

PROFmLE

MINIMUM PROFULE

( DIVERGENT SURFACES )

NOMINAL PROFILE

( PARALLEL SURFACES )

MAXIMUM PROFILE
(CONVERGENTSURFACES)

PRESSURE
CLOSING

_ FORCE
'_ _.. .

SEAL

FACE

AREA

I\--:: .........12. ' BALANCE AREA

( SEALING DAM ) LOW

Figure 56, -- Pressure-induced forces on face seats.
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pressure-induced forces completely because of the variation of the seal interface pressure

profile. Practical designs require a safety margin that allows for the maximum variation in

interface pressure profi]e so that face separation can be prevented.

The average interface separating pressure is equal to the pressure profile factor a times the

differential pressure

average interface separating pressure - a (P1 P2 ) (13)

The theoretical pressure profile factor for steady-state laminar or turbulent flow of an

incompressible fluid between paralle] sea]ing surfaces is approximate]y 0.50 (refs. 9, 75, and

76). This factor can increase to approximately 0.80 for convergent surfaces and can decrease

to approximate!y 0.20 for divergent surfaces.

The theoretical pressure profi]e factor ee for subsonic laminar flow of a compressible fluid

between parallel sealing surfaces varies between approximately 0.50 and 0.67 the lower

pressure ratios (P_/P2) give factors tending toward 0.50, and the higher pressure ratios

produce factors tending toward 0.67, as shown by the following equation

(i4)

The theoretical pressure profile factor tor flow of a compressible fluid between parallel

sea]ing surfaces with isentropic entrance conditions and choking (sonic flow) at the exit

varies between approximateiy 0.67 and !.00; flow just barely choked gives factors tending

toward 0.67, and very highly choked flow gives factors that approach 1.00. Leakage flow

can become choked at the exit for pressure ratios greater than about 4:1 (Ar/h > ] 00). The

experimenta] data indicate closer agreement to the theoretical anlaysis when an
entrance-loss coefficient of 0.6 is used (ref. 12). Since entrance losses tend to reduce the

average interface separating pressure, the pressure profile factor for choked flow is reduced

when the entrance losses are considered. The theoretica] pressure profile factor for choked

flow with an entrance-loss coefficient of 0.6 varies between approximately 0.5 and 0.65 for

pressure ratios from 1 to 10.

The pressure profiie factor is affected by turbulence (both flow induced and rotation

induced), change of fluid state, viscosity, sea] c]earance, and interface geometry. The effect

of rotation on the pressure profile factor usua]ly is not significant in sealing cryogenic or

compressible fluids.
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Pressure balance is achieved when the separating force on the seal induced by interface

pressure is equal to the pressure-induced closing force. The pressure balance ratio is defined
as the ratio of the effective closing or balance area (fig. 56) to the seal face or dam area

pressure balance ratio-
closing area

face area
(15)

A sea1 is pressure batanced when the pressure balance ratio is equal to the interface-pressure

profile factor. Therefore, a balance ratio of 0.5 corresponds to the theoreticai pressure

balance for laminar incompressible flow across parallel sealing surfaces.

The balance ratio used on practical designs varies from 0.55 to t.0, the value depending on

the operating conditions and the desired safety margin. High-pressure rubbing-contact seals
are relatively close-balanced to minimize the face contact load; therefore, the margin for

variation in the interface pressure profile is reduced, and the seal is more sensitive to face

separation caused by face distortion or fluid vaporization across the interface. The high

pressure may cause additional deflections of the seal face and mating ring surfaces; these
deflections increase the interface pressure profile and result in greater separating forces. The

maximum sealing effectiveness is achieved with large balance ratios. A balance ratio of 0.8

or greater generally provides for the maximum variation of the interface 15ressure profile
that results from converging surfaces, choked flow, and fluid vaporization. Low-pressure

cryogenic seals usually are designed with a balance ratio of 0.85. Seals for high-pressure

incompressible fluids generai!y have a balance ratio of 0.55 to 0.6 seais for high-pressure
compressible fluids have a ratio of 0.7. Most conventional seal designs use a balance ratio of
0.65.

The pressure-balance ratio usually is seiected in conjunction with the spring load to provide

a total (spring plus pressure) face-contact load that is consistent with the load-speed-life

relations and the minimum load requirements for effective sealing°

The variation in the face and balance diameters because of thermal contraction or

expansion, pressure deflection, and dimensional tolerances must be considered for accurate
determination of the balance ratio. Precision tolerances ordinarily are used on turbopump

seals to minimize the balance-ratio variation. The face diameters on carbon inserts usually

are machined after installation to reduce the tolerance accumulation. Face diameters on

bellows seals usuaily are machined after the bellows effective diameter is measured.
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3. Di:S|G N CR!T|R| A a n d

Recommended Practices

3.1 S EA L SY ST EM

3.1.1 Pressure Environment

The system design shall minimize the severity of the seal pressure environment.

Reduce high pressure levels (> 500 psig) by utilizing upstream labyrinths or circumferential

clearance seais in conjunction with low-pressure return bleeds that allow recirculation back

to a low-pressure area (fig. 10). Reduce the differential pressure by maintaining an
established pressure level downstream of the primary seal. Minimize the amplitude of

pressure oscillation by utilizing labyrinths upstream of the seal as a damping device (fig. 4).

3.1.2 Thermal Environment

The system design shall minimize exposure of the seals to high-temperature

environments and severe thermal gradients.

Minimize high-temperature environments at the seal tocation by designing the system to

isolate the seal in a cooled area. Provide barriers or labyrinth devices to prevent the direct

flow of high-temperature fluids onto the sea1 assembty or its components. The therma!
stresses created by the differential thermal expansion/contraction should be held to a

minimum by designing the seal housings and mating rings to provide minimum restraint to

thermai deflections and by using materiais with similar thermal expansion/contraction rates.

3.1.3 Vacuum Environment

The system design shall preclude exposure of rubbing seals to hard vacuum.

Route the seal drains to a safe disposal area internal to the turbopump or engine (e.g., the

turbine exhaust or pump iniet); when the fluids are compatible, eliminate the drains and

drain the seal leakage directly into the turbine (fig. 3).

H

3.1.4 Rubbing Speed

Seal rubbing speeds shall be at a minimum consistent with the turbopump design

requirements.



Use the smallest possible seal diameter to minimize the rubbing speed.

3.1.5 Cooling and Lubrication

The system design shall provide Cbr adequate cooling arid lubrication of the seals.

Cooling and lubrication of the primary shaft seal and mating ring should be provided by

allowing the sealed fluid to flow through the seal cavity.

Where possible, utilize bleed holes through the impeller from the seal cavity to the impeller
inlet or through the shaft back to the pump inlet. Pumping vanes on the impelter rear

shroud also may be utilized to ensure recirculation of the sealed fluid. The sea] should not

be installed in a deadend cavity that may allow accumulation of stagnant vapor.

Dry-running intermediate seals should be circumferential shaft seals with an inert-fluid purge

for cooling.

Additional cooling and lubrication should be provided when required by purging with an
inert fluid or by injecting a cooling fluid into the seal cavity or onto the seal mating ring.

Separate cooling and lubrication systems isolated from the seaied fluid should be used when
the cooling fluid is not compatible with the sealed fluid.

For maximum heat dissipation, locate mating rings with the pressure on the outer diameter

of the sealing interface. The use of one mating ring with two rubbing contact seals should be
avoided because of overheating and distortion problems. Separate mating rings for each seal

should be used.

3.1.6 Leakage Drains

Ttze systenz desig/z shall provide drahzs for safe disposal of expected seal leakage.

Size the seal drains to accommodate the maximum anticipated leakage without building up

a significant back pressure. Calculate the drain effective flow area with conventional flow

equations by estimating the maximum anticipated seal leakage and establishing the

allowable drain cavity pressure. The drain pressure differential and teakage rate will then

establish the required drain size.

3.1.7 Fluid Separation

The systettz desigtz shall provide safe separatiot:z of iHcompatib/e fluids.
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Incompatible fluids on the same shaft should be separated by utilizing two face-contact seals

to minimize the leakage; provide separate drains for each propellant to vent the leakage to a

safe disposal area and either a purged double-circumferential seal (fig. 6) or two
intermediate face-contact seals with a purge between to separate the drain cavities (fig.

10(a)). The purge pressure should be high enough to provide a pressure barrier between the

drains to prevent mixing of the propellants by leakage through the intermediate seals.

3.1.8 Fail-Safe Provisions

The system design shall provide that a single seal failure will not cause failure of

the turbopump.

Conduct a theoretical failure analysis to estimate the operating parameters and the possible

results for each different failure condition;all different modes of operation and variations of

performance should be considered. Size the seal drains to provide for the maximum leakage
that would result if a single seal fails. The intermediate seal purge pressure should be

established higher than the maximum drain back pressure. Redundant seals in series should
be used when failure of a single seal would cause turbopump failure.

3.1.9 Purge Requirements

The system desigiz shall provide seal cavity purg, es adequate to remove trapped

.fluids atzd to dry accumulated moisture.

Provide purged cavities with an inlet and outlet port to allow the purge gas to flow through

the cavity. The purge flowrate and length of time should be established to ensure complete
remora! of air and moisture prior to system chitldown. After the test, the purge should

remain on or air should be prevented from re-entering the cavity until the hardware returns

to ambient temperature.

3.2 SEAL ASSEMBLY

3.2.1 Pressure Capability

The seal shall perCbrm satisfactorily at the maximum expected operating pressure.

Select the seal type (table II) that will satisfy the pressure-speed-life relation with the

minimum leakage and maximum reliability. The recommended limits of the fluid

pressure-speed relation for turbopump face-contact seals (3-hr life) in liquid oxygen, liquid
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hydrogen, liquid fluorine, gaseous hydrogen, RP-1, and hot gas are shown by the solid
curves in figure 57. The current practices are represented by the circular data points.

The recommended limits are estimated by assuming that the face-contact load increases in

proportion to the fluid pressure and that the limit is established by the seal interface heat
buildup, which is a function of a constant fluid-pressure/speed relation for each fluid. The

limiting pressure-speed relation was established by the relative success of the current

applications. The limits shown are to be used as approximate guides before the seal detaii

design is established. The limits are based on commonly used seat materials (table III) and a

wear life of approximately 3 hr. Long-life seals will require a more conservative

pressure-speed factor or noncontact sea1 interfaces. The following recommendations are

based on current turbopump practices:

• Face-contact metal-bellows seals (fig. 1 t) should be used for cryogenic or reactive

fluids at pressures up to approximately 500 psig.

• Face-contact piston-ring seals (fig. 13) should be considered for high-pressure (>

500 psig) cryogenic or reactive propellants when face-load control is critical.

• Face-contact etastomeric seals (fig. 14) should be used at pressures up to

approximately 1000 psig for conventional lubricated applications in the
temperature range of-65°to 500°F.

• Circumferential shaft-riding segmented carbon seals (fig. 20) should be used for

low-pressure (< 100 psig) purged intermediate or hot-gas applications.

• Circumferential floating-ring controlled-gap shaft seaIs (fig. 23) should be used for

high-pressure ( > 100 psig) hot-gas, purge-gas, or long-life ( > 4 hr) applications
when the increased leakage is acceptable.

o Circumferential labyrinth seals (fig. 24) should be used for high-pressure and

tong-life applications when reliability and economy are the primary considerations
and the increased leakage is acceptable°

® Face-type hydrostatic/hydrodynamic seais (figs. t5 through 18) should be

considered for combined high-pressure, high-speed, and long-life applications
when minimum leakage is desired.

e Variations or combinations of the basic seal types in table II shoutd be considered
for special problems.

3.2.2 Temperature Capability

The seal shall perform satisfactorily at the operating temperature of the
application.
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The seal assembly configuration should allow utilization of materials that have satisfactory

properties over the maximum range of anticipated operating temperatures. The following
temperature limits for various seal types should be observed

Seal type

Metal bellows

Plastic lip

Piston ring
Elastomeric

Segmented carbon

Floating ring

Labyrinth

Temperature limits, °F

-423 to 1500

-320 to 200

-423 to 1500

-65 to 500
-423 to 1000

-423to 1500

-423 to 1800

3.2.3 Speed Limitations

The seal design shall be consistent with the speed and load-velocity limitations.

The surface speed limit should be established by estimating the resultant seal interface

temperature on the basis of the heat generation caused by rubbing contact or viscous shear

and the heat dissipation to the surrounding environment. Consideration shou]d be given to

the temperature limits of seal-face and mating-ring materials and therma] decompositon of

the sealed fluid. The stresses and deflections caused by thermal and centrifugal forces also
should be considered. The heat-transfer methods given in references 6 and 7 are

recommended for calculating the seal interface temperature profile and thermally induced
deflections.

Estimates of the face load-velocity limits should be made by utilizing the toad-velocity

relationships for specific materials and fluids. The recommended limits are shown by the

curves in figures 58 and 59 as a function of velocity and face load. The current practices are

shown by the circled data points on the same figures for comparison. The recommended

limits are estimated by assuming that the limit is established by the seal interface heat

buildup, which is proportional to a constant face load-velocity relationship for each fluid.
The limiting load-velocity relationship was established by the relative success of the current

applications. The limits, which are to be used as approximate guides, are based on

commonly used seal materials (table III) and a wear life of approximately 3 hr. For longer

life, a seal will require a more conservative load-velocity factor or noncontact seal interfaces.

The face load on high-speed seals should be minimized by utilizing designs with minimum

spring-load requirements and precise pressure-balance control. The circumferential clearance

seals (e.g., floating-ring and labyrinth) or the fluid-film seals (hydrostatic/hydrodynamic)

should be considered when the surface speed is higher than approximateiy 500 ft/sec.
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3.2.4 Wear Life

The sea/wear life shall satisfy the turbopump life requirements.

Provide sufficient height on the seal contact face to allow for the maximum anticipated

wear rate. The wear rate should be minimized by providing some form of lubrication (e.g.,

hydrodynamic, boundary, deposited film) and by using the lowest possible face-contact

load. Except when the PV factor is low and good lubrication is available for contact seals,

the clearance or fluid-film seals should be considered when wear-life requirements exceed 4

hr.

3.2.5 Leakage

The seal leakage shall be the minimum possible consistent with the required

operating conditions.

Face-contact metal-bellows or elastomeric seals with the maximum face contact load

allowed by the load-velocity relations for specific materials and fluids should be used to

minimize seal !eakage. The face-contact !oad should be decreased as the speed and life

requirements increase. The hydrostatic/hydrodynamic concepts should be considered for

effective sealing at load-velocity-life relations greater than those allowed by the current state

of the art for rubbing-contact seals.

Conduct a thorough heat-transfer and stress analysis of the seal face and mating surface so

that seal interface distortions that can cause excessive leakage (refso 6 and 7) can be

anticipated and minimized.

To size the drains and predict propellant losses, estimate the seal design leakage by using the

available theoretical methods and empirical relations (refs. 8 through 15). It is

recommended that the dynamic leakage for cryogenic face-contact seals be estimated by

utilizing either the laminar-flow-with-inertia or the turbulent-flow-without-inertia theory

(the choice depending on the value of the Reynolds number), with the assumptions of liquid

conditions and a leakage-path effective gap of approximately 200 gin. The static leakage

should be estimated on the basis of a leakage-path effective gap of approximately' 50 gin.

3.2.6 Misalignment Tolerances

3.2.($.1 AXIAL OPERATING LENGTH

The seal axial operating length shaE provide for instaEation tolerances, thermal

expansion�contraction differentials, dynamic deflections, and face wear.
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Designthe sealbellowsor loadingspringsand the internal clearancesto allow for the
maximumtolerancevariations.Tolerancestackupswithconsiderationof thermaleffectsand
stressanalysiswith considerationof dynamicdeflectionsshouldbeperformed.

3.2.6.2 RADIAL LOCATION

The radial location of the seal Chce relative to the center of rotatiolz shall prevelzt

excessive wiping actiotz.

It is recommended that the radial location of face-contact seals be held within

approximately 0.003 in./in, of diameter on high-speed (> 200 ft/sec) seals. Shaft-riding seals

should be held within approximately 0.005 in./in, of diameter.

3.2.6.3 MATING SURFACE NORMALITY

The nomality of the seal mating surface shall be such as to prevent excessive

mating ring wobble.

It is recommended that the normality of the seal mating surface (as installed) to the center

of rotation be held within approximately 0.0001 in./in, of diameter (T.I.R.) on high-speed

seals.

3.2.6.4 ROTATIONAL ECCENTRICITY

Shaft-riding-seal designs shall provide for radial location of the mating surface that

prevents excessive rotational eccentricity.

The mating surface diameter on high-speed shaft-riding seals should be held concentric to

the center of rotation within 0.0005 in./in, of diameter (T.I.R.).

3.2.7 Vibration Control

The seal vibration damping shall prevent resonant vibrations that result iH

excessive leakage or fatigue failure.

Control seal vibration by designing the seal for a natural frequency that is higher than any

expected on the turbopump or by providing mechanical-friction dampers (fig. 11)at the

seal-face outside diameter or at the bellows component. The friction drag force for effective
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damping of bellows seals should be approximately 5 to 10 percent of the seal spring load.
The secondary-seal friction on elastomeric, piston-ring, and lip seals usually is adequate for

effective damping.

To eliminate vibration caused by stick-slip conditions, select rubbing material combinations

to provide self-lubrication or provide lubrication at the rubbing seal face.

3.2.8 Contamination Allowances

The seal shall tolerate the foreign-particle contamination allowable in the

application.

Use rubbing-contact face seals with tungsten carbide, titanium carbide, or aluminum oxide
face materials and metal-bellows secondary element for maximum resistance to abrasive

environments in those applications in which the materials are compatible. Special protection

systems (neutral fluid injection, buffer zones, centrifugal separators, siingers) should be used
if the contamination is severe. Where possible, use system filters in the range 10 to 100# to

clean the sealed fluid.

Avoid installing the seal in a sump area that wouid tend to collect foreign-particle settlings.

3.2.9 Seal Mounting Requirements

3.2.9.1 SEAL PtLOT

The seal pilot shall provide precise radial location with allowaHce Cbr [hermal

differentials.

Use seal housing materials that have thermal contraction/expansion rates similar to that of

the pump housing, or adjust the ambient fit to allow for the thermal differential.

Use three equally spaced radial pins engaging radial slots or radiat splines to compensate for

temperature gradients larger than allowable for diametral pilots.

3.2.9.2 FLANGE SEAL

The flatzge static seal shall compensate for thermal contraction.

Use metallic, spring-loaded, pressure-actuated static seal _,to compensate for the dimensiona!

variations caused by thermal contraction at the sealing joint.
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3.2.9.3 FLANGE LOADING

The flange loading shall maintain the seating stress required for effective sealing.

To maintain flange loading, use several small bolts around the flange with a sufficient

preload to cause elastic elongation. Avoid using large ring nuts, because of the low elastic

elongation and nonuniform loading.

3.2.9.4 SH IMS

The shimming provision shall be adequate to maintain the required installation
tolerance.

To adjust the sea! axial installed length, use ground metal gasket-shims coated with a softer

material (copper, silver, Teflon); use spacers with grooves for spring-loaded static seals.

3.2.9.5 PROVISION FOR SEAL REMOVAL

The seal design shall provide for removal of stuck or wedged seals.

Include threaded hoies in the flange or recessed grooves that can be engaged by special
pulling tools.

3.2.9.6 LOCKING DEVICES

Bo#s and nuts used to mount the sea! shall be securely retained.

Use positive locking devices to prevent loosening of bolts and nuts. When possible, bolts and

nuts should be trapped in position by the adjacent hardware.

3.2.9.7 MATING-RING MOUNTING

The method for mounting the mating ring shall provide for minimum distortion,
static sealing, and antirotation.

Use free-floating nonloaded mating rings to minimize distortion caused by clamping loads.

The shaft mating surfaces for clamped rings should be fiat (3 helium light bands) and normal

to the direction of applied load. The mating ring should be isolated from all structural loads.



Use gaskets, dispersion coating, plating, or elastomers to seal the joints between the mating

ring and shaft or spacers exposed to pressure.

Use antirotation pins, radial splines, or clamping friction to prevent mating-ring rotation

relative to the shaft.

3.3 SEAL COMPONENTS

3.3.1 Seal Materials

3.3.1.1 COMPATIBIL ITY

Seal materials shall not be adversely ajfected by the sealed fluid or by the

operating temperature.

The seal materials based on current practices given in table III are recommended. Additional

material recommendations are given in references i7 through 20.

For structural components, use metals that maintain adequate ductility at cryogenic

temperatures (e.g., Monel, nickel-base alloys, and stainless steels). Avoid using the
martensitic steels (e.g., 17-7 PH, AM-350, 4t30, 4340) for flexing eiements at low

temperature because they become brittle.

Avoid metal-to-metal rubbing contact in liquid oxidizers because of the explosion hazard.

Metals resistant to impact detonation and-oxidation should be used for seal-ring pilots,

antirotatioa tangs, and friction-type vibration dampers.

Structural metats subject to surface reaction with the fluid should be protected with

chromium or cadmium.

Fasteners that are subject to thread galling should be plated with copper, silver, or cadmium

for applications in the temperature range of- 423 to t000°F.

Static seais and gaskets should be plated with copper or silver for improved sealing at

temperatures from - 423 to t000°F.

Gold or copper plating is recommended for seais used in !iquid fluorine.

For rubbing-contact seals, use carbon (P5N, P692, P03N, P5AG, EY105, CDJ83, CCA72,

G84, G39) seal faces rubbing against hard-chrome-plated steel and tungsten/chromium
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the insert with a load greater than the separating force to prevent slight movements that can

cause seal-face distortion.

Use epoxy adhesives to exclude the high-pressure fluid from the insert-to-carrier joint.

The recommended method for reducing the pressure separating force for seals with higher

pressure at the inside diameter is shown in figure 38(b).

3.3.2.7 INSERT DISTORTION .....

Inserts retained in a metal carrier with an interference fit shall not be distorted

excessively when chilled to cryogenic temperature.

To minimize the interference change with temperature, use the special steels (Invar 36,

Carpenter 42, moIybdenum steel) with a thermal-contraction rate similar to that of the

insert material.

Align the insert and cartier cross-section centroids (fig. 39(b)) as closely as possible to
minimize the bending moment. The bending force should be minimized by reducing the

cross-sectional area of the insert.

3.3.2.8 LAPPED-JOINT SEAL-RING/CARRIER ASSEMBLY

The lapped joint shall (1) allow relative movement between the seal ring and

carrier plate to minimize distortion and (2) maintain sufficient closing force to

effect a static seal.

The seal ring and carrier plate surfaces should be lapped fiat (3 helium light bands)and

relieved to provide a resultant pressure closing force (fig. 40). The relieved surface should be

provided with bearing support pads, except where distortion can cause the bearing support

pads to separate the seaI-ring static seal.

3.3.2.9 SPRAY-COATED SEAL RINGS

The spray coating shall maintain a bond to the seal-ring base adequate to prevent

chipping and flaking.

The plasma-spray process is recommended for aluminum oxide coatings. The thermaily
induced stress should be minimized by using a thin (0.010 to 0.020 in.) coating of

aluminum oxide sprayed on a transition layer of Nichrome. Use pure Nichrome on the base
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metal,thenamixtureof 50-percentNichrome/50-percentaluminumoxide,andfinallypure
aluminumoxide.

Usearaisedtaperedstructuresimilarto that shownin figure36(d)for thecoatingbase.The
coatingshouldbe appliedto both sidesof the sealring to equalizethethermalload and
minimizethethermaldistortion.

3.3.3 Circumferential-Seal Rubbing Elements

3.3.3.1 SEGMENTED SHAFT SEALS

3.3.3.1.1 Segment Loading

The radial and axial loading on a segment shall be sufficient for efYective sealing

without exceeding the load-speed-life limitations for specific seal materials and
sealed fluids.

To maintain shaft contact, the segments should be ioaded in the radial direction with a

garter spring (fig. 20). The garter-spring load should be approximately 0.1 to 0.2 ibf/in, of
circumference.

Axial toading should be maintained with a wave spring (fig. 20) providing approximately 0.5

to 1.0 lbf/in, of circumference. The garter-spring load should be higher than the friction
force caused by the wave spring.

The differential axial and radial pressure forces should be partially balanced by relieving the
contact surfaces (fig. 41). The resultant shaft contact load should be consistent with the

load-speed-life limitations.

3.3.3.1.2 Segment Joints

The segment joints shall provide for static sealing.

The segment joints should be overlapped with backup segmented rings and lapped flat or
machined to the same radius for conformance (fig. 20).

3.3.3.1.3 Segment Antirotation Device

The antirotation device shall prevent the segments from rotating but shall not

restrict the required radial movement.
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Use antirotation pins at the segment gaps to prevent rotation. Pin blocks (fig. 21) may be
used to distribute the load over a larger contact area. Provide sufficient clearance between

the pins and segments to allow the required radial movement. Consider dimensional
tolerances and thermaI differentials.

ORiG]2'_AL PAGE IS

OF POOR QUALITY

3.3.3.1.4 Segment Diameter

The segment diameter shall conform to the shaft diameter at operating

conditions.

The segment design diameter should be established with consideration for the thermal

differential so that the segment has the same radius as the shaft under operating conditions.

3.3.4 Hydrostatic/Hydrodynamic Face Seal Elements

3.3.4.1 SELF-ENERGIZED HYDROSTATIC SEALS

The face geometry shall provide a self-energized hydrostatic force that is balanced

with the pressure and spring closing forces at the design clearance.

Use the recessed pads with orifice compensation or the recessed step or the convergent

tapered face (fig. 15), the choice depending on the specific design requirements.

The recessed-pad design should utilize a minimum of three separate pads around the seal

face to provide for face misalignment stability. The volume of the recessed pads should be

minimized to prevent dynamic instabilities caused by slow response to pressure changes. The
orifice size should be targe enough to prevent dogging from contaminants in the sealed

fluid.

The depth of the recessed step should be determined by calculating the required pressure

drop across the recessed area to provide the restoring force necessary to maintain the design

face clearance.

The convergent-taper design also should be established by the relative pressure drop across

the tapered area. The average pressure force on the seal face should be equal to the pressure

and spring closing forces at the design clearance.

Conduct a thorough stress and thermal analysis so that the seal face and mating ring

distortions can be minimized (refs. 6 and 7). Conditions that result in a divergent interface

surface must be avoided because the restoring force is inherently unstable.

Reference 3 5 is recommended for a discussion of the detail design procedures.
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3.3.4.2 EXTERNALLY PRESSURIZED HYDROSTATIC SEALS

The interface hydrostatic force resulting from the external pressurization shall be
equal to the pressure and spring closing forces at the design clearance.

Utilize a minimum of three separate pads around the seal face to provide for face

misalignment stability. The volume of the recessed pads should be minimized to prevent

dynamic instabilities. The orifice size should be established to provide the necessary pressure
drop at the required purge flow to maintain the design clearance.

The required orifice pressure drop should be determined in conjunction with the flow

analysis of the face/pad region and the supply system.

Detail design procedures are discussed in references 35 and 46.

3.3.4.3 HYDRODYNAMIC SEALS

The hydrodynamic lift force shall be sufficient to balance the net pressure and
spring closing forces at the design cZearance.

The face geometry should be established with consideration for the rotational speed and

fluid viscosity. The secondary-seal diameter or the bellows effective diameter and the spring

load should be established to prevent the closing force from exceeding the available

hydrodynamic lift force. The hydrodynamic design should provide that the seal be pressure

balanced to obtain the desired operating film thickness at the seal interface (ref. 48).

Use materials that are dimensionally stable and suitable for intermittent rubbing contact in
the fluid medium to be encountered.

Conduct a thorough stress and thermal anlaysis so that distortions of the seal face and

mating ring can be minimized (refs. 6 and 7).

Detail design procedures for various applications are discussed in references 3 1 through 53.

3.3.4.4 HYBRID SEALS

The hydrostatic action shall provide the lift force required to maintain the design

clearance at low rotational speeds, and the hydrodynamic action sha[! provide
additional lift and dynamic stability at high speeds.
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Thedesignproceduresfor thehydrostaticandhydrodynamicconceptsshouldbeintegrated
to optimizethe hybrid-designconfiguration.Designmethodsarediscussedin reference45.

3.3.5 Circumferential-Seal Clearance Elements
0RIG_AL PAGE IS
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3.3.5.1 LABYRINTH SEALS

H

3.3.5.1.1 Geometry

The labyrinth geometry shall provide maximum sealing effectiveness.

The labyrinth clearance should be a minimum consistent with the installed and operating

tolerances. Step or staggered labyrinths should be used where possible. The teeth tips should

be sharp (0.005 to 0.015 in. R). The number of teeth should be maximized (fig. 44)
consistent with the optimum tooth pitch of approximately 0.1 in. per 0.01 in. diametral

clearance (fig. 45) for straight labyrinths. The cavity depth shoutd be approximately equal

to the tooth pitch.

Detail design procedures for various applications are discussed in references 54 through 65.

3.3.5.1.2 Wear-I n Labyrinths

Wear-in labyrinth materials shall be compatible with the ¢luid environment and

shall be easily d@rmable or worn away at initial contact.

Metai honeycomb or sintered-metal-fiber abradable materials should be used in nonoxidizing
fluids. The honeycomb foil thickness and cell size should be based on a tradeoff of ease of

deformation and erosion resistance.

The thickness generally should be 0.002 to 0.005 in., the cell width approximately 1/16 in.,

and the cell depth one to two times the width. Cells are oriented normal to the direction of

rotation. The honeycomb strip should be brazed to a support ring for attachment.
Abradable materials should not be used in applications where the wear debris will

contaminate the system. Carbonaceous materials may be used if the interference is not too

large.

Kel-F is the recommended material for wear-in labyrinths in liquid oxygen.
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3.3.5.1.3 Plastic Labyrinths

The housing for plastic labyrinths shall provide structural support adequate to

maintain dimensional stability.

The plastic material shoutd be restrained from its natural contraction rate by locking

relatively thin sections into a metal housing (fig. 47). The housing should be strong enough

to control the thermal contraction and provide dimensional stability. A static seal flange and

pressure vents should be provided on high-pressure seals. The length of the plastic span

between retention locks should be approximately 0.5 to 1.0 in.

3.3.5.1.4 Segmented Labyrinths

Segmented labyrinths shall provide for radial movement with positive stops to
control the wear-in diameter.

Segmented labyrinths should be spring loaded to allow wear-in to a diameter smaller than

the rotor. The segment diameter after wear-in should be controlled by limiting the radially

inward travel with a T-slot arrangement (fig. 48) or by allowing the segments to become

arch-bound. A lapped joint should be provided between the segments and housing for a

static seal. Antirotation devices should be provided to prevent segment rotation.

High-pressure seals should be partially pressure balanced to prevent excessive contact loads

during wear-in.

3.3.5.1.5 Erosion Resistance of Labyrinth MateriaJs

Labyrinth materials shall be resistant to surface erosion caused by cavitation or

impingement of high-energy fluid.

The hard high-strength materials (tool steet, Stellite, maraging steets) are recommended for

labyrinths that may be exposed to severe cavitation or to high-energy-fluid impingement.

The soft low-strength materials (aluminum, Monel, brass, bronze, plastic) should not be used

when surface erosion may be a problem.

3.3.5.2 FLOATING-RING SEALS

3.3.5.2.1 Clearance

The floating-ring element shall maintain a controlled clearance to the shaft under

aE extremes of operating conditions.
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Use an outer-ring material that has the same thermal expansion and contraction rate as the

shaft material, so that a constant c]earance gap is maintained as the temperature changes.

The ring radial section should be sized to provide sufficient rigidity to minimize the radial
deflection due to the unbalanced pressure while minimizing the seal ring inertia to achieve

maximum response to eccentric shaft rotation. The seal ring-to-shaft operating clearance

should provide adequate leakage control and sufficient margin to allow for the thermal and

pressure deflections; an operating diametra] clearance of 0.0005 to 0.001 in./in, of diameter
is recommended.

3.3.5.2.2 Wear
ORIGINAL PAGE IS

0P POOR QUALITY

The inner ring and shaft surface shall withstand the wear resulting from the

intermittent contact required to center the ring.

The inner ring materials should be selected for minimum friction and wear. The material

should be compatible with the sealed fluid and self-lubricating if the fluid is not a lubricant.
Carbonaceous materials are recommended for most applications. The shaft surface should be

plated with a hard wear-resistant material (hard-chrome plate, chromium carbide, or

tungsten carbide). The recommended seal materials based on current practices are given in
table III.

3.3.5.2.3 AxiaJ Loading

The floating-ring axial load shall be adequate for static sealing but shall not
restrict radial movement.

The differentia] axial pressure force (fig. 49) on high-pressure seals should be partially

balanced by relieving the axial contact surface and minimizing the housing-to-shaft

cIearance. Use a wave spring on low-pressure seals to maintain axial contact.

3.3.5.2.4 Antirotation Device

The antirotation device shall restrain the floating ring from rotating without

restricting its free radial or axial morement.

The outer steel ring should have two or more machined tangs that engage slots in the

housing to prevent rotation.
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3.3.5.3 ARCH-BOUND SEGMENTED SEALS

The segments shall become arch-bound after wear-in at the operating conditions
to form a solid floating ring with minimum shaft contact load.

Adjust the segment design diameter to compensate for the deflection caused by the radial

pressure load and the thermal contraction or expansion differential. The diameter should be
approximately 0.001 in. smaller than the shaft at operating conditions to allow wear-in. The

recommended materials based on current practices are given in table III.

3.3.6 Face-Contact-Seal Secondary Elements

3.3.6.1 METAL BELLOWS

3.3.6.1.1 Function

The bellows element shall act as the secondary seal and provide structural support
for the seal ring.

The bellows element should be leak proof and allow for motion in the axial direction. It

should be sufficiently rigid in the torsional and laterat directions to act as the antirotation

and piloting device. Mechanical stops should be used to establish the free length and prevent
overcompression.

3.3.6.1.2 Spring Force

The bellows elements shall provide the spring force necessary to maintain face
contact.

The bellows type, diameter, plate thickness, span, convolutions, and number of plies should

be consistent with the space available and with the stress requirements, so that the desired

spring force and compression range are provided. The bellows stress and spring rate should

be estimated with the use of available analytical techniques (refs. 69 through 71) and the
supplier's empirical data for specific configurations.

Minimize the spring rate by using the maximum number of convolutions that can be fitted

into the available space with the convolution pitch necessary to provide the required

compression range and the plate thickness necessary to satisfy the pressure and deflection

stress requirements. Double-ply bellows may be used to increase the pressure capacity
without significantly increasing the spring rate.
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3.3.6.1.3 Pressure Capacity

The bellows element shall withstand the maximum differential pressure without

significant permanent deformation.

The bellows pressure capacity should be estimated with the available analytical techniques

(refs. 69 through 71) and the supplier's empirical data for specific configurations. The
bellows should be stabilized with a proof pressurization at the minimum operating

compression foliowed by a stress-re!ief heat treatment. The change in free length as a result

of pressurization should not exceed +_0.005 in. after the bellows have been stabilized.

3.3.6.1.4 Effective Diameter OF P_R QuALI_

The bellows effective diameter shall be sufficiently constant to allow adequate

pressure balance.

When accurate pressure balance is required, the beliows should have minimum variation of

effective diameter with pressure and pitch. Thicker plates, smaller span, and a larger pitch

should be used to minimize the effective diameter change.

The bellows should be calibrated to measure the effective diameter or total load (spring plus

pressure) at the limits of operating pressure and compression before the seal face diameters
are established for force balance.

3.3.6.2 PLASTIC LIP SEALS

3.3.t3.2.1 Loading

The lip-sea/elements shall provide for pressure and spring loading of the lip.

Establish the lip-seal length and housing support.geometry (fig. 53) to provide a differentia1

pressure force that will increase the seal seating stress at higher pressure. The seal should be

spring loaded against the housing with a flat retainer ring to compensate for the thermal

contraction.

3.3.6.2.2 Geometry

The lip cotztour and thickt, zess shall provide conformance to the seal ring and

.flexibility/br misa/ignment.
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Dimension the lip-seal radius and housing support radius to provide a smooth transition with

the maximum lip support between the housing and seal ring. The lip-seal thickness should be

approximately 0.005 to 0.010 in. to maintain flexibility for conformance and to minimize
the thermal loads.

3.3.6.2.3 [ nterference

The lip seal shall maintain a diametral interference with the seal ring at extreme

operafing conditions.

Dimension the lip-seal diameter to provide a diametral interference of approximately 0.005

in./in, of diameter at room temperature. The materials should be selected to allow the

interference to increase at operating temperature. Size the seal ring-to-housing clearance and

the lip length to maintain an interference under the worst conditions of misalignment.

3.3.6.3 ELASTOMERS

3.3.6.3.1 Squeeze

The groove dimensions shall provide squeeze adequate to maintain sealing contact
and prevent excessive friction at extreme condifions.

Control the groove dimensions with precision tolerances. A tolerance stackup to establish
the dimensional limits should be performed. The effects of thermal contraction or

expansion and shrinkage or swelling should be considered to establish the squeeze. An

operating squeeze of 5 to 10 percent is recommended for secondary e]astomer seals.

Detait design requirements are given in references 72 and 73.

3.3.6.3.2 Sealing Surface

The elastomer sealing surface shall minimize friction and, wear.

The sealing surface should be either hardened steel or hard-chrome plating, finished to 5 to

10 gin. rms. The meta! surface may also be coated with 0.001- to 0.003-in.-thick Teflon to
minimize friction and wear.
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Hot gas (H 2 + H 2 O) 1 to 2

RP-i 1 to4

Liquid _]uorinc 2 to 3

3.3.8 Pressure Balance

TI_e l)ressz_re t)alatzce stlall l)rel,,etzt e.vcessil,e.fi_ce l()ad ar high l)resszfre a_zd provide

adeqetale t_zargitz .for l'a.riatiotz itz the itttetj'a_'e l)ressztre l)ro./lle.

Seals witll dil'fcrential pressures in excess of 100 psi should be pressure balanced. The

pressure-balance ratio should be selected with consideration for the maximum variation of

interface pressure proI'ile and the total (spring plus pressure) face-load requirements. The

lollow'iJl_,_, pressure-balance rzltios are recommended (table IV)

Table IV. - Recommended Pressure-Balance Ratios for Turbopump Rotating-Shaft Seals

Sealed fluid condition

High-pressure

incompressible

Low-pressure

incompressible

(conventional designs)

High-pressure

cryogenic*

Low-pressure

cryogenic*

High-pressure, sonic

(choked) flow,

compressible

Low-pressure, subsonic

laminar flow,

compressible

Seal requirement

Minimum face load

_imum !oad and adequate

margin for interface

pressure variation

Minimum face load

Maximum sealing effectiveness

Minimum face ioad

Minimum load and adequate

margin

Recommended balance ratio

0.55 to 0.6

0.6 to 0.7

0.65 to 0.7

0.8 to0.9

0.67 to 0.75

as determined by anatysis (ref. I2)

0.6 to 0.7

as determined by the following equa-

tion (eq. (i4)) plus required design

margin"

1 P1/P2

3 1 + (P1/P2

*Listed as a separate category because fluid can change from liquid to vapor as it crosses sen interface.
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Physical quantity

Angle

Angular velocity

Area

Density

Energy

Force

FV factor

Gas constant (specific)

Heat generation rate

Heat generation rate

per unit length

Heat generation rate

per unit area

Impact energy levd

Leakage rate

Length

Load/unit length

APPENDI X A

Conversion of U.S. Customary Units to SI Units

U.S. customary unit

deg

rad/sec

in .2

lbm/in, a

Btu

lbf

lbf/in. X ft/sec

in.-lb f/(lbm-°R)

Btu/sec

Btu/(sec-in.)

Btu/(sec-in. 2)

ft-lbf

gpm (gal/min)

scfm (std cu ft/min)

in.

#in.

lbf/in.

$I unit

rad

rad/sec

cm 2

kg/m 3

N/cm X m/see

J/(kg-K)

J/see

J/(sec-cm)

J/(sec-cm 2 )

cm3/min

cm 3 / rain

cm

/dm

N/cm

Conversion factor*

1.745x10 -2

6.452

2.768x104

1.054x10 a

4.448

5.338x10 -1

4.483x10 -1

1.054x10 a

4.150x102

1.634x102

1.356

3.785x103

2.832x104

3.048x!0 -1

2.54

2.54x10 -2

1.751

(continued)
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Conversion of U.S. Customary Units to SI Units (concluded)

Physical quantity

Mass

Mass density

Modulus of elasticity

Pressure

PV factor

Rotational speed

Spring rate

Surface speed

(rub b in g :speed)

Temperature

Unit load

Viscosity, absolute

Viscosity, dynamic

Viscosity, kinematic

Wear rate

Yield strength

Young's modulus

U.S. customary unit

lbm

lbm-sec =/in. 4

psi (lb f/in. =)

psi

lbf/in. = X ft/sec

rev/sec

rpm (rev/min)

lbf/in.

ft/sec (fps)

o F

o R

psi

lbf-sec/in. 2

lbm/(in.-sec)

lbm/(ft-hr)

in.2/sec

in.lhr

psi

ksi (1000 psi)

psi

SI unit

kg

kg-sec 2/cm 4

N/cm 2

N/cm 2

N/cm 2 X m/see

rad/sec

tad/see

N/cm

m/sec

a/ci-tl 2

N-sec/cm 2

N-sec/cm 2

N-sec/cm 2

cm2/sec

mm/hr

N/cm 2

N/cm 2

a/cm 2

Conversion factor*

4.536x10 -1

1.090x 10 -2

6.895x10 -1

6.895x10 -1

2.102x10 -1

6.283

1.047xt0 -1

1.751

3.048x10 -1

s(oK =- F + 459.67)
9

5
K =- (°m

9 \ ]

6.895xi0 -x

6.895x10 -1

t.786x10 -3

4.134x10 -a

6.452

2.54x10 !

6.895x10 -1

6.895x102

6.895x10 -1

*Except for temperature conversions, which are to be made as shown, multiply value given in U.S. customary unit by

conversion factor to obtain equivalent value in SI unit. For a comptete listing of conversion factors for basic physical

quantities, see Mechtly, E. A.: The International System of Units. Physical Constants and Conversion Factors. Sec-

ond Revision, NASA SP-7012, 1973.
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APPENDIX B

GLOSSARY

Term* or Symbol Definition

seal face average circumferential width, in.

bal:_lce rz_ti_
seal face effective closing area

scallywagface (dam) area

(_f constant for bellows configuration

seal face average diameter, in.

t.i Young's modulus, psi

resultant total contact load per unit circumferential length, lbf/in.

i: r friction force, lbf

|:w wave spring load, lbf

_:V Iact_r total contact load pet-unit circumferential length times rubbing speed,
_bf/in. × ft/sec

1 coefficient of friction

fps feet per second

acceleration due to gravity, ft/sec 2

effective (average) leakage gap, ill.

_D inside diameter, in.

luecl_aI_ical equivalent o f heat, t't-lb f/Btu

axial sprii_g rate, lbf/in.

seal face radial length, in.

MED (or M.E.D.) _uean effective diameter, in.

N rotational speed, rev/sec
__

*As noted, sea! terminology used in the preceding text basical!y is that presented in ASLE SP-I (ref. 1), which should be

reviewed for complete coverage of terms.
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Term or Symbol

n c

np

nt

OD

Pl

P2

Prl

Pr2

PV factor

PfV factor

m

R

Re

R&D

rms

Definition

number of convolutions

number of plies

number of throttlings in a labyrinth seal

outside diameter, in.

face contact unit load, psi

average pressure, (P2 + P1)/2, psia

downstream pressure, psia

upstream pressure, psia

pressure at inner radius rl, psia

pressure at outer radius r2,psia

total contact unit load times rubbing speed, lbf/in. 2 X ft/sec

fluid pressure times rubbing speed, lbf/in. 2 X ft/sec

volume flow, in. a/sec

heat generation rate per unit circumferential length, Btu/(sec-in.)

heat generation rate per unit contact area, Btu/(sec-in. 2)

specific gas constant, in.-lbf/(lbm-°R)

bellows mean radius, in.

Reynolds number

research and development

seal face average radius, in.

root mean square

r 2 - r l, in.
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Term or Symbol

r 1

r 2

SSME

scfm

T.I.R.

total load

unit load

V

]"[a

Pm

Definition

seal face inner radius, in.

seal face outer radius, in.

space shuttle main engine

half of bellows space (i.e.;
radial OD - radial ID

standard cubic feet per minute

absolute temperature, °R

total indicated runout

bellows plate thickness, in.

spring load + hydraulic load (based on linear profile), lbf

leakage flow velocity, in./sec

total contact load + nose contact area, lbf/in. 2

surface speed, ft/sec

weight flowrate, lbm/sec

pressure profile factor

molecular mean free path at average pressure, in.

incremental change in a quantity, or difference between two quantities

viscosity, !bm/in.-sec

absolute viscosity, lbf-sec/in. 2

kinematic viscosity, ino2/sec

density, !bin/in. 3

mass density p/g, lbm-sec 2/in. 4

flow coefficient
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Term or Symbol Definition

co angular velocity, rad/sec

_/ 1 - (P_/P2)2leakage function, _ = "
n t + in (PI/P2)

Material* Identification

Aerozine 50 or A-50 50/50 blend of N 2H4 and UDMH, propellant grade per MIL-P-27402

A-286 austenitic heat-resistant iron-base alloy; same as AMS 573 5

AM-3 50, AM-3 55 semi-austenitic heat-resistant precipitation-hardening stainless steels

AmCerMet 701-65 sintered Ni-Cr alloy titled with fluoride eutectic; manufactured by
Astro Met Associates, Inc.

AMS 4530, AMS 4650 Cu-Be alloys

AMS 5646 wrought Ni-Cr corrosion- and heat-resistant steel

AMS 5665 nickel-base Cr-Fe alloy; same as Inconel 600

AMS 5735 austenitic iron-base a_oy containing 15 Cr, 26 Ni, and 1.3 Mo; same as
A-286

Bearium B-10 trade designation of Bearium Metats Corp. (Rochester, NY) for leaded
bronze

Buna N trade designation for copolymer of butadiene and acrylonitrile

Carpenter 42 trade designation for low-expansion steel alloy (42% Ni, balance Fe)

manufactured by Carpenter Steel Div., Carpenter Technology Corp.
(Reading, PA)

CCA72, CCA-72 trade designation for carbon (graphite) manufactured by Union Carbide
Corp.

CDJ83 trade designation for carbon (graphite) manufactured by Union Carbide
Corp.

cermet material composed of a ceramic with a metal binder; e.g., tungsten
carbide with a cobatt binder

Additional information on metaI1ic materiads herein can be found in the i972 SAE Handbook, SAE, Two Pennsyivania
Plaza, New York, NY" in MIL-HDBK-5B, Metallic Materials and Elements for Aerospace Vehicte Structures, Dept. of
Defense, Washington, DC, Sept. 1971" and in Metais Handbook (Sth ed.), Voi. i" Properties and Selection of Metals, Am.
Society for Metals (Metals Park, OH), 1961.
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Material

chrome

Coor'sA1203

CRES

elastomer

Epon422,Epon901/B3

epoxy

EY-105

FLOX

GH2

GN2

G39,G84,G84SC

Hasteiloy

helium

HF

H2+H20

hotgas

HT424

hydrazine

ORIGINAL PAGE IS

OF POOR QUAL1T_

Identification

chromium

designation for a fused alumina of great hardness

corrosion-resistant steel

polymeric material that at room temperature can be stretched to

approximately twice its length and on release return quickly to its

original length

trade designations for epoxy adhesives manufactured by Shetl Chemical
Co.

thermosetting resin widely utilized as a binder in the fabrication of

glass-filament/resin composites and as an adhesive

trade designation for carbon (graphite) manufactured by Morganite,
Inc.

mixture of 30% LF 2 and 70% LOX

gaseous hydrogen

gaseous nitrogen per MIL-P-27401

trade designations for carbon (graphite)manufactured by U.S. Graphite

trade designation for a series of high-temperature nickel-base altoys

manufactured by Steltite Div., Cabot Corp.

pressurant helium (He) per MIL-P-27407

hydrofluoric acid

hydrogen-rich steam (combustion product of LO 2 + LH 2)

combustion products or gaseous discharge from a heat exchanger;

hot-gas temperature can reach 1300°F, depending on the process, in

state-of-the-art propulsion systems

trade designation for epoxy adhesive manufactured by American

Cyanamid Co.

N 2H4, propellant grade per MIL-P-26536
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Material

Inconel 600, 7i8,

X (now X-750)

Inconel 5665

Inconei 5667

Invar 36

Kel-F

Kentanium K 162B

K-Monel

LF 2

LH 2

LOX, LO 2

LWi

LW5, LW-5

maraging steel

molybdenum steel

Monei

Mylar

N2 H4

Identification

trade designations of International Nickel Co. for Ni-Cr-Fe a!loys

same as AMS 5665 and Inconel 600

nickel-base Cr-Fe alloy; same as Inconel X-750

trade designation of Carpenter Steel Division, Carpenter Technology
Corporation, for a nickel-base alloy (36% Ni, balance Fe)with a low

coefficient of expansion

trade designation of 3M Corp. for a high-moiecular-weight polymer of

chlorotrifluoroethylene

trade designation of Kennametal, Inc. (Latrobe, PA) for titanium

carbide bonded with a Ni-Mo alloy

trade designation of International Nickel Co. for a wrought

age-hardenable alloy containing Ni, Cu, and A1

liquid fluorine, propellant grade per MIL-P-27405

liquid hydrogen (H2) , propellant grade per MIL-P-27201

liquid oxygen (O2) , propellant grade per MIL-P-25508

trade designation for a flame-plating form of tungsten carbide
manufactured by Linde Co.

trade designation for a flame-plating form of chromium carbide
manufactured by Linde Co.

martensite- and age-hardening Ni-Fe alloy

a type of tool steel whose hardness is emhanced by its molybdenum
content

trade designation of Internationai Nickel Co. for an a!toy containing
mainly Ni and Cu

trade designation of E.I. duPont de Nemo-ars and Co. for a

polyethylene terephthalate fi!m

hydrazine, prope!lant grade per MIL-P-26536
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Material

N204

Nichrome

para-hydrogen

plastic

P03 N, P2003

P5AG

P5N

P692

RP-1

Stellite

synthetic rubber

T6, T73, T86, T351

Teflon (TFE)

tool steel

UDMH

Identification

nitrogen tetroxide (oxidizer), propellant grade per MIL-P-26539

trade designation of Driver-Harris Co. (Harrison.

high-temperature corrosion-resistant Ni-Cr alloy

NJ) for a

type of molecular hydrogen having an antipara!lel nuclear spin

preferred over ortho-hydrogen for rocket fuels

high-molecular-weight material that while usuall> firm and hard in its

finished state is at some stage in its manufacture soft enough to be

formed into a desired shape by application of heat or pressure or both

trade designations t'or carbon (graphite) manufactured by Pure Carbon

Co.

trade designation of Pure Carbon Co. for carbon (gr_phite) impregnated

with silver (Ag)

trade designation of Pu '_ Carbon Co. for carbon (graphite) ilnpre,,uated:.

with metal-fluoride salt

trade designation of Pure Carbon Co. for carbon (graphile) impregnated

with resin

kerosene-base high-energy hydrocarbon fuel, propellant grade per

MIL-P-25576

designation for a series of hard Co-W-Cr-C alloys manufactured by

Stellite Div., Cabot Corp.

any of a group of man-made elastomers whose properties approximate

one or more of the properties of natural rubber

designations for heat-treating and tempering processes for aluminum

alloys

trade designation of E.I. duPont de Nemours and Co. for polymer of

te t rafluoroe thyle ne

hard steel intended for use in tools contains a high percentage of C or

other hardness-imparting elements (e.g., Mo)

unsymmetrical dimethylhydrazine, propellant grade per MIL-P-25604
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Abbreviation

liT

SAE

WADD

WPAFB

ORIGECAE PAGE lib

oF Poor_u_

Identification

Illinois Institute of Technology

Society of Automotive Engineers

Wright Air Development Division

Wright Patterson Air Force Base
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